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SyncALL, Say, “Hello TT”.
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Years In Bangladesh

Pioneering The IT Industry For

“One Of A Leading Reliable & Premium
Computer Component Brands Continuously

Loved By Enthusiast PC Builders And Gamers”



CA-1L6-00M1WN-01

FEATURES
Case Type: Middle tower
Dimension (H X W X D): 17.6 x 8.1 x 17.91 inch
Side Panel: 4mm Tempered Glass x1
Material: SPCC,    Expansion Slots: 7
Motherboards: Mini ITX, Micro ATX, ATX
I/O Port: USB 3.0 x 1, USB 2.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 3 x 120mm, Top:
                  2 x 120mm,  Rear: 1 x 120mm

Year
11W

A

R R A N

T
YVersa J23 TG RGB

CHASSIS UNIT

CA-1L5-00M1WN-00

FEATURES
Case Type: Middle tower
Dimension (H X W X D): 17.6 x 8.1 x 17.91 inch
Side Panel: 4mm Tempered Glass x1
Material: SPCC,    Expansion Slots: 7
Motherboards: Mini ITX, Micro ATX, ATX
I/O Port : USB 3.0 x 1, USB 2.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front: 3 x 120mm, Top: 2x
                    120mm, Rear: 1 x 120mm

Year
11W

A

R R A N

T
YVersa J22 TG

CA-1L8-00M1WN-01

FEATURES
Case Type: Mid Tower
Dimension (H X W X D): 18.1 x 8.1 x 15.8 inch
Side Panel: 4mm Tempered Glass x1
Material: SPCC,    Expansion Slots: 7
Motherboards: Mini ITX, Micro ATX, ATX
I/O Port: USB 3.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front: 3 x 120mm, 
              Top: 2 x 120mm, Rear: 1 x 120mm

Year
11W

A

R R A N

T
YVersa J25 TG RGB

CA-1R7-00M1WN-00

FEATURES
Case Type: Middle tower
Dimension (H X W X D): 16.38 x 8.27 x 18.9 inch
Side Panel: 4mm Tempered Glass x2
Material: SPCC,     Expansion Slots: 7
Motherboards: Mini ITX, Micro ATX
I/O Port: 1 x USB 3.0, 2 x USB 2.0, 1 x HD Audio
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 3 x 120mm,
Top: 2 x 120mm, Rear: 1 x 120mm

Year
11W

A

R R A N

T
YVersa T35 TG RGB

CA-1L7-00M1WN-01

FEATURES
Case Type: Middle tower
Dimension (H X W X D): 18.48 x 8.2 x 16.55 inch
Side Panel: 4mm Tempered Glass x2
Material: SPCC,     Expansion Slots: 7
Motherboards: Mini ITX, Micro ATX, AXT
I/O Port: USB 3.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 3 x 120mm,
Top: 2 x 120mm, Rear: 1 x 120mm

Year
11W

A

R R A N

T
YVersa J24 TG RGB

VERSA SERIES

CA-1J5-00M1WN-00

FEATURES
Case Type: Middle tower
Dimension (H X W X D): 19.4 x 8.7 x 18.3in
Side Panel: 4mm Tempered Glass x1
Material: SPCC,    Expansion Slots: 7
Motherboards: Mini ITX, Micro ATX, ATX
I/O Port: USB 3.0 x 2, USB 2.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 3 x 120mm,
             Top: 2 x 120mm,  Rear: 1 x 120mm

Year
11W

A

R R A N

T
YVersa H26 TG

CA-1L7-00M1WN-00

FEATURES
Case Type: Mid Tower
Dimension (H X W X D): 18.48 x 8.2 x 16.55 inch
Side Panel: 4mm Tempered Glass x1
Material: SPCC,    Expansion Slots: 7
Motherboards: Mini ITX, Micro ATX, ATX
I/O Port: USB 3.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 3 x 120mm,
             Top: 2 x 120mm,  Rear: 1 x 120mm

Year
11W

A

R R A N

T
YVersa J24 TG

CA-1R5-00M1WN-00

FEATURES
Case Type: Middle tower
Dimension (H X W X D): 16.38 x 8.27 x 18.9 inch
Side Panel: 4mm Tempered Glass x2
Material: SPCC     Expansion Slots: 7
Motherboards: Mini ITX, Micro ATX, ATX
I/O Port : 1 x USB 3.0, 2 x USB 2.0, 1 x HD Audio
PSU: Standard PS2 PSU (optional)
Fan Support : Front: 3 x 120mm, 
              Top: 2 x 120mm, Rear: 1 x 120mm

Year
11W

A

R R A N

T
YVersa T25 TG

CA-1L6-00M1WN-00

FEATURES
Case Type: Middle tower
Dimension (H X W X D): 17.6 x 8.1 x 17.91 inch
Side Panel: 4mm Tempered Glass x1
Material: SPCC,    Expansion Slots: 7
Motherboards: Mini ITX, Micro ATX, ATX
I/O Port : USB 3.0 x 1, USB 2.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front: 3 x 120mm,
             Top: 2 x 120mm, Rear: 1 x 120mm

Year
11W

A

R R A N

T
YVersa J23 TG

Year
11W

A

R R A N

T
YVersa J21 TG

CA-1K1-00M1WN-00

FEATURES
Case Type: Middle tower
Dimension (H X W X D): 18.3 x 8.1 x 17.5 inch
Side Panel: Tempered Glass x1
Material: SPCC,   Expansion Slots: 7
Motherboards: Mini ITX, Micro ATX, ATX
I/O Port : USB 3.0 x 2, USB 2.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front: 3 x 120mm,
               Top: 4x 120mm, Rear: 1 x 120mm



CHASSIS UNIT

COMMANDER SERIES

DIVIDER SERIES

CA-1P2-00M1WN-00

FEATURES
Case Type: Middle tower
Dimension (H X W X D): 118.1 x 8.85 x 18.58 inch
Side Panel: 4mm Tempered Glass x1
Material: SPCC     Expansion Slots: 7+2
Motherboards: Mini ITX, Micro ATX, ATX
I/O Port: USB 3.0 x 1, USB 2.0 x 2, HD Audio x 1, RGB Switch x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 120mm x 3, Top /
                  Rear: 120mm x 1, 140mm x 2/1

Year
11W

A

R R A N

T
YG32 TG ARGB

CA-1N7-00M1WN-00

FEATURES
Case Type: Middle tower
Dimension (H X W X D): 18.2 x 9.2 x 20.8 inch
Side Panel: 4mm Tempered Glass x1
Material: SPCC     Expansion Slots: 7+2
Motherboards: Mini ITX, Micro ATX, ATX
I/O Port : USB 3.0 x 2, HD Audio x 1, RGB Switch x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front: 3 x 120mm, 
Top: 2 x 120mm, Rear: 1 x 120mm

Year
11W

A

R R A N

T
YCommander C36 TG ARGB

CA-1P1-00M1WN-00

FEATURES
Case Type: Middle tower
Dimension (H X W X D): 17.6 x 8.85 x 18.58 inch
Side Panel: 4mm Tempered Glass x1
Material: SPCC     Expansion Slots: 7 + 2
Motherboards: Mini ITX, Micro ATX, ATX
I/O Port: 1 x USB 3.0, 2 x USB 2.0, 1 x HD Audio, 1 x RGB Switch
PSU: Standard PS2 PSU (optional)
Fan Support : Front: 3 x 120mm, Top:
2 x 120mm, Rear: 1 x 120mm, 1 x 140mm

Year
11W

A

R R A N

T
YG31 TG ARGB

CA-1P3-00M1WN-00

FEATURES
Case Type: Middle tower
Dimension (H X W X D): 17.4 x 8.85 x 18.58 inch
Side Panel: 4mm Tempered Glass x1
Material: SPCC     Expansion Slots: 7 + 2
Motherboards: Mini ITX, Micro ATX, ATX
I/O Port : USB 3.0 x 1, USB 2.0 x 2, HD Audio x 1, RGB Switch x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front: 120mm x 3, Top:
120mm x 2, Rear: 120mm x 1

Year
11W

A

R R A N

T
YG33 TG ARGB

CA-1T4-00M1WN-01

FEATURES
Case Type: Mid Tower
Dimension (H X W X D): 20.9 x 9.1 x 18.3 inch
Side Panel: 3mm Tempered Glass x 4
Material: SPCC
Expansion Slots: 7 (Rotatable Patented Design)

Motherboards: Mini ITX, Micro ATX, ATX
I/O Port : USB 3.2 (Gen 2) Type-C x 1, USB 3.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front: 3 x 120mm, Top:
2 x 120mm, Right (M/B Side): 2 x 120mm,
Rear: 1 x 120mm

Year
11W

A

R R A N

T
YDivider 500 TG ARGB

CA-1T4-00M1WN-02

FEATURES
Case Type: Mid Tower
Dimension (H X W X D): 20.9 x 9.1 x 18.3 inch
Side Panel: 3mm Tempered Glass x 4
Material: SPCC
Expansion Slots: 7 (Rotatable Patented Design)

Motherboards: Mini ITX, Micro ATX, ATX
I/O Port : USB 3.2 (Gen 2) Type-C x 1, USB 3.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front: 3 x 120mm, Top:
2 x 120mm, Right (M/B Side): 2 x 120mm,
Rear: 1 x 120mm

Year
11W

A

R R A N

T
YDivider 500 TG ARGB

CA-1S2-00M6WN-01

FEATURES
Case Type: Mid Tower
Dimension (H X W X D): 18.7 x 8.66 x 18.1 inch
Side Panel: Tempered Glass x 2
Material: SPCC,  Expansion Slots: 7 (RPD)

Motherboards: Mini ITX, Micro ATX, ATX
I/O Port : USB 3.2 (Gen 2) Type-C x 1, USB 3.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front: 3 x 120mm, Top: 1 x 120mm, 
Right (M/B Side): 2 x 120mm, Rear: 1 x 120mm

Year
11W

A

R R A N

T
YDivider 300 TG ARGB

CA-1S2-00M1WN-01

FEATURES
Case Type: Mid Tower
Dimension (H X W X D): 18.7 x 8.66 x 18.1 inch
Side Panel: Tempered Glass x 2
Material: SPCC,  Expansion Slots: 7  (RPD)

Motherboards: Mini ITX, Micro ATX, ATX
I/O Port: 1USB 3.2 (Gen 2) Type-C x 1, USB 3.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 3 x 120mm, Top: 1 x 120mm,
Right (M/B Side): 2 x 120mm, Rear: 1 x 120mm

Year
11W

A

R R A N

T
YDivider 300 TG ARGB

CA-1V1-00S1WN-00

FEATURES
Case Type: Micro Case
Dimension (H X W X D): 14.4 x 13.1 x 16.8 inch
Side Panel: 3mm Tempered Glass x 3
Material: SPCC     Expansion Slots: 5
Motherboards: Mini ITX, Micro ATX
I/O Port: USB 3.2 (Gen 2) Type-C x 1, USB 3.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 2 x 120mm, Right:
2 x 120mm, Rear: 1 x 120mm, Bottom: 2 x 120mm

Year
11W

A

R R A N

T
YDivider 200 TG

CA-1V1-00S6WN-00

FEATURES
Case Type: Micro Case
Dimension (H X W X D): 14.4 x 13.1 x 16.8 inch
Side Panel: 3mm Tempered Glass x 3
Material: SPCC     Expansion Slots: 5
Motherboards: Mini ITX, Micro ATX
I/O Port: USB 3.2 (Gen 2) Type-C x 1, USB 3.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 2 x 120mm, Right:
2 x 120mm, Rear: 1 x 120mm, Bottom: 2 x 120mm

Year
11W

A

R R A N

T
YDivider 200 TG Snow



CHASSIS UNIT

CA-1T4-00M6WN-02

FEATURES
Case Type: Mid Tower
Dimension (H X W X D): 20.9 x 9.1 x 18.3 inch
Side Panel: 3mm Tempered Glass x 2
Material: SPCC,  Expansion Slots: 7 (RPD)

Motherboards: Mini ITX, Micro ATX, ATX
I/O Port: USB 3.2 (Gen 2) Type-C x 1, USB 3.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 3 x 120mm, Top:
2 x 120mm, 1 x 120mm, Right (M/B Side):
2 x 120mm, Rear: 1 x 120mm

Year
11W

A

R R A N

T
YDivider 500 TG Air Snow

CA-1T4-00M6WN-01

FEATURES
Case Type: Mid Tower
Dimension (H X W X D): 20.9 x 9.1 x 18.3 inch
Side Panel: 3mm Tempered Glass x 4
Material: SPCC,  Expansion Slots: 7 (RPD)

Motherboards: Mini ITX, Micro ATX, ATX
I/O Port : USB 3.2 (Gen 2) Type-C x 1, USB 3.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front: 3 x 120mm, Top:
2 x 120mm, Right (M/B Side): 2 x 120mm,
Rear: 1 x 120mm

Year
11W

A

R R A N

T
YDivider 500 TG Snow ARGB

CA-1L7-00F1WN-00

FEATURES
Case Type: Full Tower
Dimension (H X W X D): 23.3 x 10.8 x 22.7 inch
Side Panel: 5mm Tempered Glass x 4 
Material: SPCC,   Expansion Slots: 8+2
Motherboards: Mini ITX, Micro ATX, ATX, E-ATX
I/O Port : USB 3.0 x 2, USB 2.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front / Top / Rear / Right:
                    1 x 360mm , 1 x 420mm

Year
11W

A

R R A N

T
YView 71 TG

CA-1L7-00F1WN-01

FEATURES
Case Type: Full Tower
Dimension (H X W X D): 23.3 x 10.8 x 22.7 inch
Side Panel: 5mm Tempered Glass x 4 
Material: SPCC,   Expansion Slots: 8+2
Motherboards: Mini ITX, Micro ATX, ATX, E-ATX
I/O Port : USB 3.0 x 2, USB 2.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front / Top / Rear / Right:
                    1 x 360mm , 1 x 420mm

Year
11W

A

R R A N

T
YView 71 TG RGB

CA-1I7-00F6WN-00

FEATURES
Case Type: Full Tower
Dimension (H X W X D): 23.3 x 10.8 x 22.7 inch
Side Panel: 5mm Tempered Glass x 4 
Material: SPCC,   Expansion Slots: 8+2
Motherboards: Mini ITX, Micro ATX, ATX, E-ATX
I/O Port : USB 3.0 x 2, USB 2.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front / Top / Rear / Right:
                    1 x 360mm , 1 x 420mm

Year
11W

A

R R A N

T
YView 71 TG Snow

CA-1Q6-00M6WN-00

FEATURES
Case Type: Full Tower
Dimension (H X W X D): 21.65 x 12.4 x 20.67 inch
Side Panel: 3 x Tempered Glass - 4mm
Material: SPCC     Expansion Slots: 8
Motherboards: Mini ITX, Micro ATX, ATX, E-ATX
I/O Port: 1 x USB 3.1 (Gen 2) Type C, 2 x USB 2.0,
2 x USB 3.0, 1 x HD Audio, 1 x RGB Buttom
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 2 x 200mm,
             Top: 2 x 200mm, Rear: 1 x 120mm,
       Right: 3 x 120mm, Bottom: 3 x 120mm

Year
11W

A

R R A N

T
YView 51 TG Snow

CA-1Q6-00M1WN-00

FEATURES
Case Type: Full Tower
Dimension (H X W X D): 21.65 x 12.4 x 20.67 inch
Side Panel: 3 x Tempered Glass
Material: SPCC     Expansion Slots: 8
Motherboards: Mini ITX, Micro ATX, ATX, E-ATX
I/O Port: 1 x USB 3.1 (Gen 2) Type C, 2 x USB 2.0,
2 x USB 3.0, 1 x HD Audio, 1 x RGB Buttom
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 2 x 200mm,
Top: 2 x 200mm, Rear: 1 x 120mm,
Right: 3 x 120mm, Bottom: 3 x 120mm

Year
11W

A

R R A N

T
YView 51 TG

CA-1R1-00S1WN-00

FEATURES
Case Type: Micro Case
Dimension (H X W X D): 17.32 x 8.19 x 15.67 inch
Side Panel: 4mm Tempered Glass x 2 
Material: SPCC,   Expansion Slots: 4
Motherboards: Mini ITX, Micro ATX
I/O Port: 1 x USB 3.0, 2 x USB 2.0, 1 x HD Audio
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 2 x 120mm,
               Top: 1 x 120mm, Rear: 1 x 120mm

Year
11W

A

R R A N

T
YV150 TG

CA-1J2-00M1WN-00

FEATURES
Case Type: Mid Tower
Dimension (H X W X D): 17.32 x 8.19 x 15.67 inch
Side Panel: 4mm Tempered Glass x 2 
Material: SPCC,   Expansion Slots: 7
Motherboards: Mini ITX, Micro ATX
I/O Port: USB 3.0 x 2, USB 2.0 x 2, HD Audio x 1, RGB Switch x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 3 x 120mm
Top: 2 x 120mm, Rear: 1 x 120mm

Year
11W

A

R R A N

T
YView 32 TG

VIEW SERIES

CA-1I7-00F1WN-03

FEATURES
Case Type: Full Tower
Dimension (H X W X D): 23.3 x 10.8 x 22.7 inch
Side Panel: 5mm Tempered Glass x 4 
Material: SPCC,   Expansion Slots: 8+2
Motherboards: Mini ITX, Micro ATX, ATX, E-ATX
I/O Port : USB 3.0 x 2, USB 2.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front / Top / Rear / Right:
                    1 x 360mm , 1 x 420mm

Year
11W

A

R R A N

T
YView 71 TG ARGB



CORE SERIES

CA-1J8-00M1WN-00

FEATURES
Case Type: Mid Tower
Dimension (H X W X D): 18.5 x 18.5 x 24.2 inch
Side Panel: 5mm Tempered Glass x 2
Material: SPCC     Expansion Slots: 8
Motherboards: Mini ITX, Micro ATX, ATX
I/O Port: USB 3.0 x 2, USB 2.0 x 2,
              HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Right Side: 4 x 120mm

Year
11W

A

R R A N

T
YCore P90

CA-1Q2-00M1WN-00

FEATURES
Case Type: Full Tower
Dimension (H X W X D): 126 x 10.24 x 24.65 inch
Side Panel: Tempered Glass x 3
Material: SPCC     Expansion Slots: 8
Motherboards: Mini ITX, Micro ATX, ATX, E-ATX
I/O Port: 1 x USB 3.1 (Gen 2) Type C,
2 x USB 3.0, x 2 USB 2.0, 1 x HD Audio
PSU: Standard PS2 PSU (optional)
Fan Support: Front, Top, Right, Bottom:
                      4 x120mm, Rear: 1

Year
11W

A

R R A N

T
YCore P8 TG

Year
11W

A

R R A N

T
YThe Tower 100 Racing Green

CA-1R3-00SCWN-00

FEATURES
Case Type: Mini Tower
Dimension (H X W X D): 18.2 x 10.5 x 10.5 inch
Side Panel: Tempered Glass x 3 (4mm thickness)

Material: SPCC,     Expansion Slots: 2
Motherboards: Mini ITX
I/O Port : USB 3.2 (Gen 2) Type-C x 1,
               USB 3.0 x 2, HD Audio x 2
PSU: Standard PS2 PSU (optional)
Fan Support : Top: 1 x 120mm, Rear:
1 x 120mm, Top of the PSU Cover: 1 x 120mm

Year
11W

A

R R A N

T
YThe Tower 100 Turquoise

CA-1R3-00SBWN-00

FEATURES
Case Type: Mini Tower
Dimension (H X W X D): 18.2 x 10.5 x 10.5 inch
Side Panel: Tempered Glass x 3 (4mm thickness)

Material: SPCC,     Expansion Slots: 2
Motherboards: Mini ITX
I/O Port : USB 3.2 (Gen 2) Type-C x 1,
               USB 3.0 x 2, HD Audio x 2
PSU: Standard PS2 PSU (optional)
Fan Support : Top: 1 x 120mm, Rear:
1 x 120mm, Top of the PSU Cover: 1 x 120mm

CA-1V2-00M6WN-00

FEATURES
Case Type: Mid Tower
Dimension (H X W X D): 22.2 x 10 x 20.9 inch
Side Panel: 4mm Tempered Glass x 3
Material: SPCC,   Expansion Slots: 7 (RPD)

Motherboards: Mini ITX, Micro ATX, ATX, CEB
I/O Port: USB 3.2 (Gen 2) Type-C x 1,
USB 3.0 x 2, USB 2.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 3 x 120mm, Top:
3 x 120mm, Rear:1 x 120mm, Right (M/B Side):
3 x 120mm, Bottom: 3 x 120mm

Year
11W

A

R R A N

T
YCore P6 TG Snow

CA-1V2-00M1WN-00

FEATURES
Case Type: Mid Tower
Dimension (H X W X D): 22.2 x 10 x 20.9 inch
Side Panel: 4mm Tempered Glass x 3
Material: SPCC,   Expansion Slots: 7 (RPD)

Motherboards: Mini ITX, Micro ATX, ATX, CEB
I/O Port: USB 3.2 (Gen 2) Type-C x 1,
USB 3.0 x 2, USB 2.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 3 x 120mm, Top:
3 x 120mm, Rear:1 x 120mm, Right (M/B Side):
3 x 120mm, Bottom: 3 x 120mm

Year
11W

A

R R A N

T
YCore P6 TG

Year
11W

A

R R A N

T
YThe Tower 100 Snow

CA-1R3-00S6WN-00

FEATURES
Case Type: Mini Tower
Dimension (H X W X D): 18.2 x 10.5 x 10.5 inch
Side Panel: Tempered Glass x 3 (4mm thickness)

Material: SPCC,     Expansion Slots: 2
Motherboards: Mini ITX
I/O Port : USB 3.2 (Gen 2) Type-C x 1,
               USB 3.0 x 2, HD Audio x 2
PSU: Standard PS2 PSU (optional)
Fan Support : Top: 1 x 120mm, Rear:
1 x 120mm, Top of the PSU Cover: 1 x 120mm

Year
11W

A

R R A N

T
YThe Tower 100

CA-1R3-00S1WN-00

FEATURES
Case Type: Mini Tower
Dimension (H X W X D): 18.2 x 10.5 x 10.5 inch
Side Panel: Tempered Glass x 3 (4mm thickness)

Material: SPCC,     Expansion Slots: 2
Motherboards: Mini ITX
I/O Port : USB 3.2 (Gen 2) Type-C x 1,
               USB 3.0 x 2, HD Audio x 2
PSU: Standard PS2 PSU (optional)
Fan Support : Top: 1 x 120mm, Rear:
1 x 120mm, Top of the PSU Cover: 1 x 120mm

THE TOWER SERIES



CHASSIS UNIT

AH SERIES

Year
11W

A

R R A N

T
YThe Tower 900 Snow

CA-1H1-00F6WN-00

FEATURES
Case Type: Full Tower
Dimension (H X W X D): 29.6 x 16.7 x 19 inch
Side Panel: Tempered Glass x 3 (5mm thickness)

Material: SGCC,     Expansion Slots: 8
Motherboards: Mini ITX, Micro ATX, ATX, E-ATX
I/O Port : USB 3.0 x 4, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Left Side: 4 x 120mm, Right Side:
4 x 120mm, Top: 2 x 120mm, Rear: 2 x 120mm
HDD Cage: 1 x 120mm , 1 x 140mm

Year
11W

A

R R A N

T
YThe Tower 900

CA-1H1-00F1WN-00 

FEATURES
Case Type: Full Tower
Dimension (H X W X D): 29.6 x 16.7 x 19 inch
Side Panel: Tempered Glass x 3 (5mm thickness)

Material: SGCC,     Expansion Slots: 8
Motherboards: Mini ITX, Micro ATX, ATX, E-ATX
I/O Port : USB 3.0 x 4, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Left Side: 4 x 120mm, Right Side:
4 x 120mm, Top: 2 x 120mm, Rear: 2 x 120mm
HDD Cage: 1 x 120mm , 1 x 140mm

CA-1R4-00S6WN-00

FEATURES
Case Type: Micro Case
Dimension (H X W X D): 17.5 x 11.1 x 21.7 inch
Side Panel: Tempered Glass x 2
Material: SPCC     Expansion Slots: 5
Motherboards: Mini ITX, Micro ATX
I/O Port: USB 3.1 (Gen 2) Type C x 1,
              USB 3.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 2 x 120mm,
                      Top: 2 x 120mm

Year
11W

A

R R A N

T
YAH T200 Snow

CA-1R4-00SAWN-00

FEATURES
Case Type: Micro Case
Dimension (H X W X D): 17.5 x 11.1 x 21.7 inch
Side Panel: Tempered Glass x 2
Material: SPCC     Expansion Slots: 5
Motherboards: Mini ITX, Micro ATX
I/O Port: USB 3.1 (Gen 2) Type C x 1,
              USB 3.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 2 x 120mm,
                      Top: 2 x 120mm

Year
11W

A

R R A N

T
YAH T200 Pink

CA-1R4-00S1WN-00

FEATURES
Case Type: Micro Case
Dimension (H X W X D): 17.5 x 11.1 x 21.7 inch
Side Panel: Tempered Glass x 2
Material: SPCC     Expansion Slots: 5
Motherboards: Mini ITX, Micro ATX
I/O Port : 1USB 3.1 (Gen 2) Type C x 1,
USB 3.0 x 2, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front: 2 x 120mm,
                       Top: 2 x 120mm

Year
11W

A

R R A N

T
YAH T200

CA-1Q4-00M1WN-00

FEATURES
Case Type: Full Tower
Dimension (H X W X D): 27.74 x 13.3 x 30 inch
Side Panel: 5mm Tempered Glass x 2
Material: SPCC
Expansion Slots: 8
M.B.: Mini ITX, Micro ATX, ATX, E-ATX
I/O Port: 1 x USB 3.1 (Gen 2) Type C,
     USB 3.0 x 2, USB 2.0 x 1, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 4 x 120mm 
Top: 3 x 120mm, Right: 3 x 120mm
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CA-1Q4-00M6WN-00

FEATURES
Case Type: Full Tower
Dimension (H X W X D): 27.74 x 13.3 x 30 inch
Side Panel: 5mm Tempered Glass x 2
Material: SPCC
Expansion Slots: 8
M.B.: Mini ITX, Micro ATX, ATX, E-ATX
I/O Port: 1 x USB 3.1 (Gen 2) Type C,
     USB 3.0 x 2, USB 2.0 x 1, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 4 x 120mm 
Top: 3 x 120mm, Right: 3 x 120mm
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CHASSIS

LEVEL 20 SERIES

CA-1J9-00F9WN-00

FEATURES
Case Type: Full Tower
Dimension (H X W X D): 128.8 x 11 x 27.1 inch
Side Panel: 4mm Tempered Glass x 3 (Left)
Material: SPCC + Aluminum
Expansion Slots: 8+2
Motherboards: Mini ITX, Micro ATX, ATX, E-ATX
I/O Port : USB 3.0 x 4, Type-C x 1, HD Audio x 1
PSU: Standard PS2 PSU (optional)
Fan Support: LCS/Storage Chamber: 4 x 120mm,
3 x 140mm, M/B Chamber:Front: 3 x 120mm ,
2 x 140mm, Rear: 1 x 120mm, 1 x 140mm
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CA-1L2-00S1WN-00

FEATURES
Case Type: Micro Case
Dimension (H X W X D): 13.7 x 13 x 16.9 inch
Side Panel: 5mm Tempered Glass x 4
Material: SPCC,  Expansion Slots: 5
Motherboards: Mini ITX, Micro ATX
I/O Port : USB 3.0 x 2, USB 2.0 x 2, HD Audio
             x 1, Type-C x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front: 2 x 120mm, Top:
4 x 120mm, Rear: 1 x 120mm,
Bottom: 2 x 120mm
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CA-1K9-00F1WN-00

FEATURES
Case Type: Full Tower
Dimension (H X W X D): 22.9 x 11.6 x 23.3 inch
Side Panel: 5mm Tempered Glass x 4
Material: SPCC,  Expansion Slots: 8
Motherboards: Mini ITX, Micro ATX, ATX, E-ATX
I/O Port : USB 3.0 x 2, USB 2.0 x 2, HD Audio x 1, Type-C x 1
PSU: Standard PS2 PSU (optional)
Fan Support : Front: 3 x 120mm, Top: 3 x
120mm, Rear: 1 x 120mm, Bottom: 2 x 120mm
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CA-1P8-00M1WN-00

FEATURES
Case Type: Middle Tower
Dimension (H X W X D): 20.62 x 9.4 x 21.77 inch
Side Panel: 4mm Tempered Glass x 2
Material: SPCC     Expansion Slots: 8
Motherboards: Mini ITX, Micro ATX, ATX
I/O Port: USB 3.0 x 2, USB 2.0 x 2,
               HD Audio x 1, RGB Button x 1
PSU: Standard PS2 PSU (optional)
Fan Support: Front: 2 x 200mm 
Top: 2 x 200mm, Rear: 1 x 120mm
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POWER SUPPLY UNIT

POWER SUPPLY UNIT

Litepower 350W
W0422RE

Watts: 350W, RGB Fan: No
Max. Output Capacity: 350W
PFC (Power Factor Correction): W/O PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V / 240V
Operating Temperature: +5°C to + 35°C
Operating Humidity: 20% to 85%,non-condensing
Storage Temperature: -40°C to + 55°C
Storage Humidity: 10% to 95%, non-condensing
Cooling System: 120mm Fan: 1600±10% RPM
MTBF: 100,000 hrs minimum
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Litepower 550W
PS-LTP-0550NPCNEU-2

Watts: 1200W, RGB Fan: No
Max. Output Capacity: 1200W
Peak Output Capacity: 1440W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V~
Operating Temperature: 0°C to + 50°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -20°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 14cm hydraulic bearing fan
MTBF: 120,000 hrs minimum
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Litepower 450W
W0423RE

Watts: 450W, RGB Fan: No
Max. Output Capacity: 450W
PFC (Power Factor Correction): W/O PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 110V / 220V
Operating Temperature: +5°C to + 35°C
Operating Humidity: 20% to 85%,non-condensing
Storage Temperature: -40°C to + 55°C
Storage Humidity: 10% to 95%, non-condensing
Cooling System: 120mm Fan: 1800±10% RPM
MTBF: 100,000 hrs minimum
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Smart BM2 550W - TT Premium Edition
PS-SPD-0550MNFABE-1

Watts: 550W,  RGB Fan: No
Max. Output Capacity: 550W
Peak Output Capacity: 660W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 47Hz -63Hz
Input Voltage: 100V – 240V~
Operating Temperature: 0°C to + 40°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -20°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 140mm Fan: 2300 R.P.M. ± 10%
MTBF: 100,000 hrs minimum

Smart BM2 650W - TT Premium Edition
PS-SPD-0650MNFABE-1

Watts: 650W, RGB Fan: No
Max. Output Capacity: 650W
Peak Output Capacity: 780W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 47Hz -63Hz
Input Voltage: 100V – 240V~
Operating Temperature: 0°C to + 40°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -20°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 140mm Fan: 2300 R.P.M. ± 10%
MTBF: 100,000 hrs minimum

Smart BM2 750W - TT Premium Edition
PS-SPD-0750MNFABE-1

Watts: 750W, RGB Fan: No
Max. Output Capacity: 750W
Peak Output Capacity: 900W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 47Hz -63Hz
Input Voltage: 100V – 240V~
Operating Temperature: 0°C to + 40°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -20°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 140mm Fan: 2300 R.P.M. ± 10%
MTBF: 100,000 hrs minimum

LITE POWER SERIES

SMART BM2 SERIES
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Toughpower GF1 ARGB 750W Gold - TT Premium Edition
PS-TPD-0750F3FAGE-1

Watts: 750W, RGB Fan: Yes
Max. Output Capacity: 750W
Peak Output Capacity: 900W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 50°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -20°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 14cm hydraulic bearing fan
MTBF: 120,000 hrs minimum

Toughpower GF1 750W - TT Premium Edition
PS-TPD-0750FNFAGE-1

Watts: 750W, RGB Fan: No
Max. Output Capacity: 750W
Peak Output Capacity: 900W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 50°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -20°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 14cm hydraulic bearing fan
MTBF: 120,000 hrs minimum

Smart BX1 RGB 650W
PS-SPR-0650NHSABE-1

Watts: 650W, RGB Fan: Yes
Max. Output Capacity: 650W
Peak Output Capacity: 780W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V~
Operating Temperature: 5°C to + 40°C
Operating Humidity: 20% to 85%,non-condensing
Storage Temperature: -40°C to + 55°C
Storage Humidity: 10% to 95%, non-condensing
Cooling System: 12cm Fan Hub
MTBF: 100,000 hrs minimum

Toughpower SFX 450W Gold
PS-STP-0450FPCGEU-G

Watts: 450W, RGB Fan: Yes
Max. Output Capacity: 450W
Peak Output Capacity: 540W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 40°C
Operating Humidity: 20% to 85%,non-condensing
Storage Temperature: -20°C to + 90°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 8cm Fan
MTBF: 120,000 hrs minimum

Toughpower GF1 ARGB 650W Gold - TT Premium Edition
PS-TPD-0650F3FAGE-1

Watts: 650W, RGB Fan: Yes
Max. Output Capacity: 650W
Peak Output Capacity: 780W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 50°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -20°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 14cm hydraulic bearing fan
MTBF: 120,000 hrs minimum

Toughpower GF1 650W - TT Premium Edition
PS-TPD-0650FNFAGE-1

Watts: 650W, RGB Fan: No
Max. Output Capacity: 650W
Peak Output Capacity: 780W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 50°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -20°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 14cm hydraulic bearing fan
MTBF: 120,000 hrs minimum

Smart BX1 RGB 750W
PS-SPR-0750NHSABE-1

Watts: 750W, RGB Fan: Yes
Max. Output Capacity: 750W
Peak Output Capacity:900W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V~
Operating Temperature: 5°C to + 40°C
Operating Humidity: 20% to 85%,non-condensing
Storage Temperature: -40°C to + 55°C
Storage Humidity: 10% to 95%, non-condensing
Cooling System: 12cm Fan Hub
MTBF: 100,000 hrs minimum

POWER SUPPLY UNIT

TOUGHPOWER SFX

SMART BX1 SERIES

GF1 SERIES

Smart BX1 RGB 550W
PS-SPR-0550NHSABE-1

Watts: 550W, RGB Fan: Yes
Max. Output Capacity: 550W
Peak Output Capacity: 660W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V~
Operating Temperature: 5°C to + 40°C
Operating Humidity: 20% to 85%,non-condensing
Storage Temperature: -40°C to + 55°C
Storage Humidity: 10% to 95%, non-condensing
Cooling System: 12cm Fan Hub
MTBF: 100,000 hrs minimum
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Toughpower GF1 ARGB 850W Gold - TT Premium Edition
PS-TPD-0850F3FAGE-1

Watts: 850W, RGB Fan: Yes
Max. Output Capacity: 850W
Peak Output Capacity: 1020W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 50°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -20°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 14cm hydraulic bearing fan
MTBF: 120,000 hrs minimum

Toughpower GF1 1000W - TT Premium Edition
PS-TPD-1000FNFAGE-1

Watts: 1000W, RGB Fan: No
Max. Output Capacity: 1000W
Peak Output Capacity: 1200W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 50°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -20°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 14cm hydraulic bearing fan
MTBF: 100,000 hrs minimum

Toughpower GF1 1200W - TT Premium Edition
PS-TPD-1200FNFAGE-1 

Watts: 1200W, RGB Fan: No
Max. Output Capacity: 1200W
Peak Output Capacity: 1440W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 50°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -20°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 14cm hydraulic bearing fan
MTBF: 120,000 hrs minimum

Toughpower GF1 Snow 650W - TT Premium Edition
PS-TPD-0650FNFAGE-W

Watts: 650W, RGB Fan: No
Max. Output Capacity: 650W
Peak Output Capacity: 780W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 50°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -20°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 114cm hydraulic bearing fan
MTBF: 120,000 hrs minimum

Toughpower GF1 Snow 750W - TT Premium Edition
PS-TPD-0750FNFAGE-W

Watts: 750W, RGB Fan: No
Max. Output Capacity: 750W
Peak Output Capacity: 900W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 50°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -20°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 114cm hydraulic bearing fan
MTBF: 120,000 hrs minimum

Toughpower GF1 Snow 850W - TT Premium Edition
PS-TPD-0850FNFAGE-W

Watts: 850W, RGB Fan: No
Max. Output Capacity: 850W
Peak Output Capacity: 1020W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 40°C
Operating Humidity: 10% to 90%,non-condensing
Storage Temperature: -20°C to + 60°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 135mm double ball-bearing fan, 1500±10%R.P.M.
MTBF: 100,000 hrs minimum

Toughpower GF1 850W - TT Premium Edition
PS-TPD-0850FNFAGE-1

Watts: 850W, RGB Fan: No
Max. Output Capacity: 850W
Peak Output Capacity: 1020W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 50°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -20°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 14cm hydraulic bearing fan
MTBF: 120,000 hrs minimum

POWER SUPPLY UNIT
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Toughpower GF2 ARGB 850W - TT Premium Edition
PS-TPD-0850F3FAGE-2                                                                 
Watts: 850W, RGB Fan: Yes
Max. Output Capacity: 850W
Peak Output Capacity: 1020W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 40°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -40°C to + 70°C
Storage Humidity: 20% to 95%, non-condensing
Cooling System: 14cm hydraulic bearing fan
MTBF: 100,000 hrs minimum

POWER SUPPLY UNIT

Toughpower TF1 1550W Premium Edition
PS-TPD-1550FNFATE-1

Watts: 1550W,  RGB Fan: No
Max. Output Capacity: 1550W
Peak Output Capacity: 1860W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 50°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -20°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 14cm PWM Fan
MTBF: 120,000 hrs minimum

GF2 SERIES

TF1 SERIES

Toughpower GF2 ARGB 650W - TT Premium Edition
PS-TPD-0650F3FAGE-2                                                                    

Watts: 650W, RGB Fan: Yes
Max. Output Capacity: 650W
Peak Output Capacity: 780W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 50°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -40°C to + 70°C
Storage Humidity: 20% to 95%, non-condensing
Cooling System: 14cm hydraulic bearing fan
MTBF: 100,000 hrs minimum

Toughpower GF2 ARGB 750W - TT Premium Edition
PS-TPD-0750F3FAGE-2                                                                    

Watts: 750W, RGB Fan: Yes
Max. Output Capacity: 750W
Peak Output Capacity: 900W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 40°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -40°C to + 70°C
Storage Humidity: 20% to 95%, non-condensing
Cooling System: 14cm hydraulic bearing fan
MTBF: 100,000 hrs minimum

PF1 SERIES
TOUGHPOWER PF1 ARGB -1200W

PS-TPD-1200F3FAPE-1

Watts: 1200W, RGB Fan: Yes
Max. Output Capacity: 1200W
Peak Output Capacity: 1440W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 50°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -40°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 14cm hydraulic bearing fan
MTBF: 120,000 hrs minimum

TOUGHPOWER PF1 ARGB -1050W
PS-TPD-1050F3FAPE-1

Watts: 1050W, RGB Fan: Yes
Max. Output Capacity: 1050W
Peak Output Capacity: 1260W
PFC (Power Factor Correction): Active PFC
Power Good Signal: 100-500 msec
Input Frequency Range: 50Hz - 60Hz
Input Voltage: 100V – 240V
Operating Temperature: 0°C to + 50°C
Operating Humidity: 20% to 90%,non-condensing
Storage Temperature: -40°C to + 70°C
Storage Humidity: 5% to 95%, non-condensing
Cooling System: 14cm hydraulic bearing fan
MTBF: 120,000 hrs minimum
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MEMORY MODULE

WaterRam RGB Liquid Cooling Memory
DDR4 3600MHz 32GB (8GB x 4)

CL-W262-CA00SW-A

Module Type: Unbu�ered DIMM
Memory Type: DDR4,   Capacity: 32GB Kit (8G x4)
Speed: 3600 MHz,   Voltage: 1.35 V
Performance Profile: XMP 2.0 Ready
Compatibility: Intel X299 , 300 , 200 , 100 Series
Dimension: 53.8 x 37 x 133.8 mm
Software Interface: USB 2.0 connectors (9 Pin)
Rated Voltage: 5V,   Rated Current: 0.48 A
Power Input: 2.4 W,   Weight: 550 g

TOUGHRAM RGB Memory
DDR4 3600MHz 16GB (8GB x 2)

R009D408GX2-3600C18B

Memory Type: DDR4,   Capacity: 16GB Kit (8G x2)
Tested Latency: 18-19-19-39
Voltage (V): 1.35 V,   Speed: 3600 MHz
Compatibility: Intel 500, 400, 300, 200, 100,
X299 Series, AMD X570, B550
Module Type: DIMM
Package Content: 2 x 8GB memory modules
Warranty: Limited Lifetime

TOUGHRAM RGB Memory
DDR4 4000MHz 16GB (8GB x 2)

R009D408GX2-4000C19A

Memory Type: DDR4,   Capacity: 16GB Kit (8G x2)
Tested Latency: 19-23-23-42
Voltage (V): 1.35 V,   Speed:  4000 MHz
Compatibility: Intel 500, 400, 300, X299 Series
             AMD X570, B550
Module Type: DIMM
Package Content: 2 x 8GB memory modules
Warranty: Limited Lifetime

TOUGHRAM XG RGB Memory
DDR4 3600MHz 16GB (8GB x2)

R016D408GX2-3600C18A

Memory Type: DDR4,
Capacity: 16GB Kit (8G x2)
Tested Latency: 18-19-19-39
Voltage (V): 1.35 V,   Speed: 3600 MHz
Compatibility: Intel 500, 400, 300 Series
  AMD X570, B550,   Module Type: DIMM
Package Content: 2 x 8GB memory modules
Warranty: Limited Lifetime

TOUGHRAM XG RGB Memory
DDR4 3600MHz 32GB (16GB x 2)

R016D416GX2-3600C18A

Memory Type: DDR4,
Capacity: 32GB Kit (16G x2)
Tested Latency: 18-22-22-42
Voltage (V): 1.35 V,   Speed: 3600 MHz
Compatibility: Intel 500, 400, 300 Series
  AMD X570, B550,   Module Type: DIMM
Package Content: 2 x 16GB memory modules
Warranty: Limited Lifetime

TOUGHRAM RGB Memory
DDR4 3200MHz 16GB (8GB x 2)

R009D408GX2-3200C16A

Memory Type: DDR4,
Capacity: 16GB Kit (8G x2)
Tested Latency: 16-18-18-36
Voltage (V): 1.35 V,   Speed: 3200 MHz
Compatibility: Intel 500, 400, 300 Series
  AMD X570, B550,   Module Type: DIMM
Package Content: 2 x 8GB memory modules
Warranty: Limited Lifetime

TOUGHRAM RGB Memory
DDR4 3200MHz 32GB (16GB x 2)

R009D416GX2-3200C16A

Memory Type: DDR4,
Capacity: 32GB Kit (16GB x2)
Tested Latency: 16-18-18-36
Voltage (V): 1.35 V,   Speed: 3200 MHz
Compatibility: Intel 500, 400, 300 Series
  AMD X570, B550,   Module Type: DIMM
Package Content: 2 x 16GB memory modules
Warranty: Limited Lifetime

TOUGHRAM XG RGB Memory
DDR4 4000MHz 32GB (16GB x 2)

R016D416GX2-4000C19A

Memory Type: DDR4,
Capacity: 32GB 
Tested Latency: 19-23-23-42
Voltage (V): 1.35 V,   Speed: 4000 MHz
Compatibility: Intel 500, 400, 300 Series
  AMD X570, B550,   Module Type: DIMM
Package Content: 2 x 16GB memory modules
Warranty: Limited Lifetime

TOUGHRAM XG RGB Memory
DDR4 4600MHz 16GB (8GB x 2)

R016D408GX2-4600C19A

Memory Type: DDR4,
Capacity: 16GB Kit (8G x2)
Tested Latency: 19-26-26-45
Voltage (V): 1.5 V,   Speed: 4600 MHz
Compatibility: Intel 500, 400, 300 Series
  AMD X570, B550,   Module Type: DIMM
Package Content: 2 x 8GB memory modules
Warranty: Limited Lifetime

TOUGHRAM XG RGB Memory
DDR4 4400MHz 16GB (8GB x 2)

R016D408GX2-4400C19A

Memory Type: DDR4,
Capacity: 16GB Kit (8G x2)
Tested Latency: 19-25-25-45
Voltage (V): 1.45 V,   Speed: 4400 MHz
Compatibility: Intel 500, 400, 300 Series
  AMD X570, B550,   Module Type: DIMM
Package Content: 2 x 8GB memory modules
Warranty: Limited Lifetime

MEMORY MODULE



H-ONE Gaming Memory
DDR4 3200MHz 8GB x 2

R021D408GX2-3200C16D

Memory Type: DDR4,   Capacity: 16GB (8G ×2)
Tested Latency: 16
Voltage (V): 1.2 V,   Speed: 3200 MHz
Compatibility: Intel 500, 400, 300, 200, 100,
X299 Series, AMD X570, B550
Module Type: DIMM
Package Content: 2 x 8GB memory modules
Warranty: Limited Lifetime

MEMORY MODULE

TOUGHRAM Z-ONE RGB Memory
DDR4 3200MHz 16GB (8GB x 2)

R019D408GX2-3200C16A

Memory Type: DDR4,   Capacity: 16GB Kit (8G x2)
Tested Latency: 16-18-18-36
Voltage (V): 1.35 V,   Speed: 3200 MHz
Compatibility: Intel 500, 400, 300, 200, 100,
X299 Series, AMD X570, B550
Module Type: DIMM
Package Content: 2 x 8GB memory modules
Warranty: Limited Lifetime

TOUGHRAM Memory
DDR4 3200MHz 16GB (8GB x 2)

R017D408GX2-3200C16A

Memory Type: DDR4,   Capacity: 16GB Kit (8G x2)
Tested Latency: 16-18-18-36
Voltage (V): 1.35 V,   Speed: 3200 MHz
Compatibility: Intel 500, 400, 300, 200, 100,
X299 Series, AMD X570, B550
Module Type: DIMM
Package Content: 2 x 8GB memory modules
Warranty: Limited Lifetime

TOUGHRAM Z-ONE Memory
DDR4 3200MHz (8GB x 1)

R010D408GX1-3200C16S

Memory Type: DDR4,   Capacity: 8GB Kit (8G x1)
Tested Latency: 16-18-18-36
Voltage (V): 1.35 V,   Speed: 3200 MHz
Compatibility: Intel 500, 400, 300, 200, 100,
X299 Series, AMD X570, B550
Module Type: DIMM
Package Content: 1 x 8GB memory modules
Warranty: Limited Lifetime

TOUGHRAM Z-ONE Memory
DDR4 3600MHz (8GB x 1)

R010D408GX2-3200C16A

Memory Type: DDR4,   Capacity: 8GB Kit (8G x1)
Tested Latency: 18-19-19-39
Voltage (V): 1.35 V,   Speed: 3600 MHz
Compatibility: Intel 500, 400, 300, 200, 100,
X299 Series, AMD X570, B550
Module Type: DIMM
Package Content: 1 x 8GB memory modules
Warranty: Limited Lifetime

H-ONE Gaming Memory
DDR4 3200MHz 8GB

R021D408GX1-3200C16D

Memory Type: DDR4,   Capacity: 8GB (1024M × 8 )
Tested Latency: 16
Voltage (V): 1.35 V,   Speed: 3200 MHz
Compatibility: Intel 500, 400, 300, 200, 100,
X299 Series, AMD X570, B550
Module Type: DIMM
Package Content: 1 x 8GB memory modules
Warranty: Limited Lifetime

TOUGHRAM Z-ONE Memory
DDR4 3200MHz (8GB x 2)

R010D408GX2-3200C16A

Memory Type: DDR4,   Capacity: 8GB Kit (8G x2)
Tested Latency: 16-18-18-36
Voltage (V): 1.35 V,   Speed: 3200 MHz
Compatibility: Intel 500, 400, 300, 200, 100,
X299 Series, AMD X570, B550
Module Type: DIMM
Package Content: 2x 8GB memory modules
Warranty: Limited Lifetime

TOUGHRAM Z-ONE Memory
DDR4 3200MHz (8GB x 2)

R010D408GX1-3600C18S

Memory Type: DDR4,   Capacity: 8GB Kit (8G x2)
Tested Latency: 16-18-18-36
Voltage (V): 1.35 V,   Speed: 3200 MHz
Compatibility: Intel 500, 400, 300, 200, 100,
X299 Series, AMD X570, B550
Module Type: DIMM
Package Content: 2x 8GB memory modules
Warranty: Limited Lifetime

MEMORY MODULE
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ALL-IN-ONE LIQUID COOLER

Water 3.0 120 ARGB Sync
CL-W232-PL12SW-A

Weight: 920 g

Power Input: 12V – 3.9 W , 5V – 1.06 W
Water Block: Material: Copper
Fan: Dimension: 120 x 120 x 25 mm
Speed: PWM 500~1500 R.P.M (2510-4PIN)
Noise Level: 25.8 dB-A, Rated Voltage: 12 V & 5V

Max. Pressure: 1.59 mm-H2O
Radiator: Dimension: 151 x 120 x 27 mm

Pump: Motor Speed: 3000 RPM, Rated Voltage: 12 V & 5V

Power Input: 12V- 1.44 W, 5V – 1.6W, Max. Air Flow: 56.45 CFM

Water 3.0 240 ARGB Sync
CL-W233-PL12SW-A

Weight: 1230 g

Power Input: 12V – 3.9 W , 5V – 1.06 W
Water Block: Material: Copper
Fan: Dimension: 120 x 120 x 25 mm
Speed: PWM 500~1500 R.P.M (2510-4PIN)
Noise Level: 25.8 dB-A, Rated Voltage: 12 V & 5V
Power Input: 12V- 1.44 W, 5V – 1.6W (one fan)

Radiator: Dimension: 270 x 120 x 27 mm

Pump: Motor Speed: 3600 RPM, Rated Voltage: 12 V & 5V

Max. Air Flow: 56.45 CFM, Max. Pressure: 1.59 mm-H2O

TH120 ARGB Sync AIO Liquid Cooler
CL-W285-PL12SW-A

Pump: Rated Voltage: 12 V / 5V
Rated Current: 0.38A & 0.25A,
Motor Speed: 3300 R.P.M
Water Block: Material : Copper
Fan Dimension: Dimension: 120 x 120 x 25 mm
Speed: 1500 RPM, Noise Level: 28.2 dB-A
Rated Voltage: 12 V & 5 V, Max. Air Flow: 59.28 CFM
Max. Pressure: 1.31 mm-H2O
Connector: 2510–3 Pin , 5 V ARGB header–3 Pin
TUBE: Length: 400 mm, Material: Rubber

Radiator: Dimension: 153x 120 x 27 mm
Compatibility: Intel LGA 1200/1156/1155/1151/1150,  AMD FM2/FM1/
                        AM4/AM3+/AM3/AM2+/AM2

TH240 ARGB Sync AIO Liquid Cooler
CL-W286-PL12SW-A 

Pump: Rated Voltage: 12 V / 5V,
Rated Current: 0.38A & 0.25A
Motor Speed: 3300 R.P.M
Water Block: Material : Copper
Fan Dimension: Dimension: 120 x 120 x 25 mm
Speed: 1500 RPM, Noise Level: 28.2 dB-A
Rated Voltage: 12 V & 5 V, Max. Air Flow: 59.28 CFM
Max. Pressure: 1.31 mm-H2O, Connector: 2510–3 Pin,
5 V ARGB header–3 Pin
Tube: Length: 400 mm, Material: Rubber
Radiator: Dimension: 273x 120 x 27 mm

Compatibility: Intel LGA 2066/2011-3/2011/1366/1200/1156/1155/1151/1150,
                        AMD FM2/FM1/AM4/AM3+/AM3/AM2+/AM2

TH240 ARGB Sync Snow AIO Liquid Cooler
CL-W301-PL12SW-A 

Pump: Rated Voltage: 12 V / 5V,
Rated Current: 0.38A & 0.25A
Motor Speed: 3300 R.P.M
Water Block: Material : Copper
Fan Dimension: Dimension: 120 x 120 x 25 mm
Speed: 1500 RPM, Noise Level: 28.2 dB-A
Rated Voltage: 12 V & 5 V, Max. Air Flow: 59.28 CFM
Max. Pressure: 1.31 mm-H2O, Connector: 2510–3 Pin,
5 V ARGB header–3 Pin
Tube: Length: 400 mm, Material: Rubber
Radiator: Dimension: 273x 120 x 27 mm

Compatibility: Intel LGA 2066/2011-3/2011/1366/1200/1156/1155/1151/1150,
                        AMD FM2/FM1/AM4/AM3+/AM3/AM2+/AM2

TH360 ARGB Sync AIO Liquid Cooler
CL-W300-PL12SW-A

Pump: Rated Voltage: 12 V / 5V,
Rated Current: 0.38A & 0.25A
Motor Speed: 3300 R.P.M
Water Block: Material : Copper
Fan Dimension: Dimension: 120 x 120 x 25 mm
Speed: 1500 RPM, Noise Level: 28.2 dB-A
Rated Voltage: 12 V & 5 V, Max. Air Flow: 59.28 CFM
Max. Pressure: 1.31 mm-H2O, Connector: 2510–3 Pin,
5 V ARGB header–3 Pin
Tube: Length: 400 mm, Material: Rubber
Radiator: Dimension: 395 x 120 x 27 mm

Compatibility: Intel LGA 2066/2011-3/2011/1366/1200/1156/1155/1151/1150,
                        AMD FM2/FM1/AM4/AM3+/AM3/AM2+/AM2

TH360 ARGB Sync Snow AIO Liquid Cooler
CL-W302-PL12SW-A

Pump: Rated Voltage: 12 V / 5V,
Rated Current: 0.38A & 0.25A
Motor Speed: 3300 R.P.M
Water Block: Material : Copper
Fan Dimension: Dimension: 120 x 120 x 25 mm
Speed: 1500 RPM, Noise Level: 28.2 dB-A
Rated Voltage: 12 V & 5 V, Max. Air Flow: 59.28 CFM
Max. Pressure: 1.31 mm-H2O, Connector: 2510–3 Pin,
5 V ARGB header–3 Pin
Tube: Length: 400 mm, Material: Rubber
Radiator: Dimension: 395 x 120 x 27 mm

Compatibility: Intel LGA 2066/2011-3/2011/1366/1200/1156/1155/1151/1150,
                        AMD FM2/FM1/AM4/AM3+/AM3/AM2+/AM2

Water 3.0 Performer C + LNC
CLW0222-B

Weight: 750 g
Pump: Motor Speed : 2900 ±150 R.P.M
Water Block: Material : Copper
Fan Dimension:  120 x 120 x 25 mm
Speed: 1200~2000 RPM, Noise Level: 27.36 dB-A(MAX)
Rated Voltage: 12 V, Rated Current: 0.5 A
Max. Air Flow: 81.32 CFM, Connector: 4 pin
Tube: Length : 300mm, Material: Rubber
Radiator: Dimension : 151 x 120 x 27 mm
Material: Aluminum

Compatibility: Intel LGA 2066/2011-3/2011/1366/ 1156/1200/1156/1155/1151/1150/775
 AMD AM4/FM2/FM1/AM3+/AM3/AM2+/AM2

Compatibility: Intel LGA 2066/20113/2011/1366/ 1200/1156/1155/1151/1150/775,
AMD: FM2/FM1/AM4/AM3+/AM3/AM2+/AM2 (CPU Socket)

Compatibility: Intel   LGA 2066/20113/2011/1366/1200/1156/1155/1151/1150/775,
AMD: TR4/AM4/FM2/FM1/AM3+/AM3/AM2+/AM2  (CPU Socket)
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Floe Riing RGB 240 TT Premium Edition
CL-W157-PL12SW-A

Weight: 1355g,  Noise Level: 19.8~24.7 dB-A
Pump: Rated Voltage:12 V/ 5V,
Rated Current:325 mA / 0.4A
Motor Speed: 3600 R.P.M
Water Block: Material : Copper
Fan Dimension: 120 x 120 x 25 mm
Speed: 500~1400 RPM

Tube: Length: 326 mm, Material: Rubber
Radiator: Dimension: 270 x 120 x 27 mm

Compatibility: Intel LGA 2066/2011-3/2011/1366/  1200/1156/1155/1151/1150/775
AMD TR4/AM4/FM2/FM1/AM3+/AM3/AM2+/AM2

Rated Voltage: 12 V, Max. Air Flow: 14.2~42.34 CFM
Max. Pressure: 0.17~1.54 mm-H2O, Connector: 5 pin

Floe Riing RGB 280 TT Premium Edition
CL-W167-PL14SW-A

Weight: 1355g,  Noise Level: 19.8~24.7 dB-A
Pump: Rated Voltage:12 V/ 5V,
Rated Current:325 mA / 0.4A
Motor Speed: 3600 R.P.M
Water Block: Material : Copper
Fan Dimension: 140 x 140 x 25 mm
Speed: 500~1400 RPM

Tube: Length: 326 mm, Material: Rubber
Radiator: Dimension: 313 x 139 x 27 mm

Compatibility: Intel LGA 2066/2011-3/2011/1366/  1200/1156/1155/1151/1150/775
AMD TR4/AM4/FM2/FM1/AM3+/AM3/AM2+/AM2

Rated Voltage: 12 V, Max. Air Flow: 14.2~42.34 CFM
Max. Pressure: 0.17~1.54 mm-H2O, Connector: 5 pin

Water 3.0 360 ARGB Sync
CL-W234-PL12SW-A

Weight: 2250 g
Pump: Motor Speed: 3600 RPM,
Rated Voltage: 12 V & 5V
Power Input: 12V – 3.9 W , 5V – 1.06 W
Water Block: Material: Copper
Fan: Dimension: 120 x 120 x 25 mm
Speed: PWM 500~1500 R.P.M (2510-4PIN)
Noise Level: 25.8 dB-A
Power Input: 12V- 1.44 W, 5V – 1.6W (one fan)
Max. Pressure: 1.59 mm-H2O
Radiator: Dimension: 394 x 120 x 27 mm

Rated Voltage: 12 V & 5V,     Max. Air Flow: 56.45 CFM
Compatibility: Intel LGA 2066/20113/2011/1366/1200/1156/1155/1151/1150/775
AMD: TR4/AM4/FM2/FM1/AM3+/AM3/AM2+/AM2

TOUGHLIQUID 360 ARGB Sync All-In-One Liquid Cooler
CL-W321-PL12BL-A

Pump:Speed: 3300 R.P.M, Rated Voltage: 12 V & 5V
Rated Current: 0.38A & 0.26A, Power Input: 4.56W & 1.3 W
Water Block: Material: Copper
Fan Dimension: Dimension: 120 x 120 x 25 mm
Speed: 500~2000 R.P.M, Noise Level: 22.3 dB-A
Rated Voltage: 12 V, Rated Current: 0.12A (one fan)
Power Input: 1.44W (one fan), Max. Air Flow: 58.35 CFM
Max. Pressure: 2.41 mm-H2O, Connector: 2510 – 4 Pin
Tube: Length: 400 mm, Material: Rubber
Radiator: Dimension: 395 x 120 x 27 mm
Material: Aluminum

Compatibility: Intel: LGA 2066/2011-3/2011/1366/1200/1156/1155/1151/1150,
                        AMD: AM4/AM3+/AM3/AM2+/AM2/FM2/FM1

CL-W319-PL12BL-A

Pump:Speed: 3300 R.P.M, Rated Voltage: 12 V & 5V
Rated Current: 0.38A & 0.26A, Power Input: 4.56W & 1.3 W
Water Block: Material: Copper
Fan Dimension: Dimension: 120 x 120 x 25 mm
Speed: 500~2000 R.P.M, Noise Level: 22.3 dB-A
Rated Voltage: 12 V, Rated Current: 0.12A (one fan)
Power Input: 1.44W (one fan), Max. Air Flow: 58.35 CFM
Max. Pressure: 2.41 mm-H2O, Connector: 2510 – 4 Pin
Tube: Length: 400 mm, Material: Rubber
Radiator: Dimension: 273 x 120 x 27 mm
Material: Aluminum

TOUGHLIQUID 240 ARGB Sync All-In-One Liquid Cooler

Compatibility: Intel LGA 2066/2011-3/2011/1366/1200/1156/1155/1151/1150
                        AMD AM4/AM3+/AM3/AM2+/AM2/FM2/FM1

CL-W320-PL14BL-A

Pump:Speed: 3300 R.P.M, Rated Voltage: 12 V & 5V
Rated Current: 0.38A & 0.26A, Power Input: 4.56W & 1.3 W
Water Block: Material: Copper
Fan Dimension: Dimension: 120 x 120 x 25 mm
Speed: 500~2000 R.P.M, Noise Level: 22.3 dB-A
Rated Voltage: 12 V, Rated Current: 0.12A (one fan)
Power Input: 1.44W (one fan), Max. Air Flow: 58.35 CFM
Max. Pressure: 2.41 mm-H2O, Connector: 2510 – 4 Pin
Tube: Length: 400 mm, Material: Rubber
Radiator: Dimension: 314 x 140 x 27 mm
Material: Aluminum

TOUGHLIQUID 280 ARGB Sync All-In-One Liquid Cooler

Compatibility: Intel LGA 2066/2011-3/2011/1366/1200/1156/1155/1151/1150
                        AMD AM4/AM3+/AM3/AM2+/AM2/FM2/FM1

CL-W322-PL12GM-A

Pump:Speed: 3200 R.P.M, Rated Voltage: 12 V
Rated Current: 0.38A, Power Input: 4.56W
Water Block: Material: Copper
Fan Dimension: Dimension: 120 x 120 x 25 mm
Speed: 500~2500 R.P.M, Noise Level: 28.1 dB-A
Rated Voltage: 12 V, Rated Current: 0.23A (one fan)
Power Input: 1.44W (one fan), Max. Air Flow: 72.69 CFM
Max. Pressure: 3.78 mm-H2O, Connector: 2510 – 4 Pin
Tube: Length: 400 mm, Material: Rubber
Radiator: Dimension: 273 x 120 x 27 mm
Material: Aluminum

TOUGHLIQUID Ultra 240 All-In-One Liquid Cooler

Compatibility: Intel LGA 2066/2011-3/2011/1366/1200/1156/1155/1151/1150
                        AMD AM4/AM3+/AM3/AM2+/AM2/FM2/FM1

CL-W323-PL12GM-A 

Pump:Speed: 3200 R.P.M, Rated Voltage: 12 V
Rated Current: 0.38A, Power Input: 4.56W
Water Block: Material: Copper
Fan Dimension: Dimension: 120 x 120 x 25 mm
Speed: 500~2500 R.P.M, Noise Level: 28.1 dB-A
Rated Voltage: 12 V, Rated Current: 0.23A (one fan)
Power Input: 1.44W (one fan), Max. Air Flow: 72.69 CFM
Max. Pressure: 3.78 mm-H2O, Connector: 2510 – 4 Pin
Tube: Length: 400 mm, Material: Rubber
Radiator: Dimension: 395 x 120 x 27 mm
Material: Aluminum

TOUGHLIQUID Ultra 360 All-In-One Liquid Cooler

Compatibility: Intel LGA 2066/2011-3/2011/1366/1200/1156/1155/1151/1150
                        AMD AM4/AM3+/AM3/AM2+/AM2/FM2/FM1
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ALL-IN-ONE LIQUID COOLER &
CUSTOM LIQUID COOLING SYSTEM

Floe DX RGB 240 TT Premium Edition
CL-W255-PL12SW-A

Pump: Rated Voltage: 12 V / 5V
Rated Current:325 mA / 0.4A,
Motor Speed: 3600 R.P.M
Water Block: Material: Copper
Fan: Dimension: 120 x 120 x 25 mm
Speed: 500 ~ 1500 RPM, Noise Level: 19 ~ 23.9 dB-A
Rated Voltage: 12 V, Max. Air Flow: 42.45 CFM
Max. Pressure: 1.45 mm-H2O, Connector: 9 pin
TUBE: Length: 326 mm, Material: Rubber
Radiator: Dimension: 270x 120 x 27 mm

Compatibility: Intel LGA 2066/2011-3/20112066/2011-3/2011/1366/1200/
1156/1155/1151/1150/775,    AMD AM4/FM2/FM1/AM3+/AM3/AM2+/AM2

Floe DX RGB 280 TT Premium Edition
CL-W257-PL14SW-A

Pump: Rated Voltage: 12 V / 5V
Rated Current:325 mA / 0.4A,
Motor Speed: 3600 R.P.M
Water Block: Material: Copper
Fan: Dimension: 140 x 140 x 25 mm
Speed: 500 ~ 1500 RPM, Noise Level: 19 ~ 23.9 dB-A
Rated Voltage: 12 V, Max. Air Flow: 42.45 CFM
Max. Pressure: 1.45 mm-H2O, Connector: 9 pin
TUBE: Length: 326 mm, Material: Rubber
Radiator: Dimension: 312x 120 x 27 mm

Compatibility: Intel LGA 2066/2011-3/20112066/2011-3/2011/1366/1200/
1156/1155/1151/1150/775,    AMD AM4/FM2/FM1/AM3+/AM3/AM2+/AM2

Floe DX RGB 360 TT Premium Edition
CL-W256-PL12SW-A

Pump: Rated Voltage: 12 V / 5V
Rated Current:325 mA / 0.4A,
Motor Speed: 3600 R.P.M
Water Block: Material: Copper
Fan: Dimension: 120 x 120 x 25 mm
Speed: 500 ~ 1500 RPM, Noise Level: 19 ~ 23.9 dB-A
Rated Voltage: 12 V, Max. Air Flow: 42.45 CFM
Max. Pressure: 1.45 mm-H2O, Connector: 9 pin
TUBE: Length: 400mm, Material: Rubber
Radiator: Dimension:  393 x 120 x 27 mm

Compatibility: Intel LGA 2066/2011-3/20112066/2011-3/2011/1366/1200/
1156/1155/1151/1150/775,    AMD AM4/FM2/FM1/AM3+/AM3/AM2+/AM2

Floe Riing RGB 360 TT Premium Edition
CL-W158-PL12SW-A

Weight: 1355g,  Noise Level: 19.8~24.7 dB-A
Pump: Rated Voltage:12 V/ 5V,
Rated Current:0.325 A / 0.4A
Motor Speed: 3600 R.P.M
Water Block: Material : Copper
Fan Dimension: 120 x 120 x 25 mm
Speed: 500~1400 RPM

Tube: Length: 326 mm, Material: Rubber
Radiator: Dimension: 393 x 120 x 27 mm

Compatibility: Intel LGA 2066/2011-3/2011/1366/  1200/1156/1155/1151/1150/775
AMD TR4/AM4/FM2/FM1/AM3+/AM3/AM2+/AM2

Rated Voltage: 12 V, Max. Air Flow: 14.2~42.34 CFM
Max. Pressure: 0.17~1.54 mm-H2O, Connector: 5 pin

Pacific W4 Plus CPU Water Block
CL-W181-CU00SW-A

Weight: 670 g
Dimension: 93.4L * 93.4 W* 22 H mm
Power Input: 2.4 W
Connector: 4-Pin Molex
Rated Voltage: 5V
        Heatsink Material: Copper + PMMA
        Compatibility: Intel：LGA
2066/2011-3/2011/1366/1200/1156/1155/1151/
1150/775/1150/775
AMD： AM4/FM2/FM1/AM3+/AM3/AM2+/AM2

Pacific W5 CPU Water Block
CL-W208-PL00TR-A

Weight: 670 g
Dimension: 93.4L * 93.4 W* 22 H mm
Power Input: 2.4 W
Connector: 4-Pin Molex
Rated Voltage: 5V
Threads: G ¼”
Compatibility: Intel： LGA 2066/2011-3
2011/1200/1366/1156/1155/1151/1150
AMD：AM4/AM3+/AM3/AM2+/AM2/FM2/FM1

Pacific PR22-D5 Plus
CL-W187-PL00SW-A

Dimensions: 94.1 (L) x 87.4 (W) x 309.7 (H)
Interface: USB 2.0 Connectors(9 Pin)
System Compatibility: Windows 7 / 8 / 8.1 / 10
Power Input: 37 W / 6.5 W
Connector: 4 Pin
Material: POM+ PMMA
Parts: 1.Stopper *1 (G 1/4 ), 2.Bracket *2, 3.Clip *2
Screw Thread: 50,000 hours
Pin connect: G 1/4

CL-W225-CU00SW-A

Weight: 400 g
Dimension: 117 L * 85 W* 26.2 H mm
Power Input: 2.4 W
Connector: 4-Pin Molex
Rated Voltage: 5V
Threads: G ¼”
Heatsink Material: Copper + PMMA
Compatibility: AMD:TR4 (CPU Socket)

Pacific W6 CPU Water Block
(AMD Ryzen Threadripper TR4)

Pacific C360 Radiator
CL-W228-CU00BL-A

Weight: 741 g
Dimension: 399 (L) x 119 (W) x 29.5 (H)
Material: Copper
Fpi (Fin Per Inch): 17
Flat Tube: 5V
Screw Thread: G¼” * 2

Pacific CL360 Plus RGB Radiator
CL-W231-CU100W-A

Weight: 1658 g
Dimension: 405(L) x 132(W) x 64 (H) mm
Interface: USB 2.0 connectors (9 Pin)
System Compatibility: Windows 7 / 8 / 8.1 / 10
Rated Current: 1.04A, Power Input: 5.2W
Material: Copper,   Rated Voltage: 5V
FPI (Fin Per Inch): 14, Flat Tube: 14 set
Parts: Stopper *3 (G 1/4 ), 
Screw Thread: G 1/4 * 5
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Pacific CLM360 Radiator
CL-W237-CU00BL-A

Weight: 1002 g
Dimension: 406(L) x 119 (W) x 40(H)
Material: Copper
Fpi (Fin Per Inch): 14
Flat Tube: 12 set
THICKNESS: 40 mm
PARTS: Stopper *3 (G 1/4 )
Screw Thread: G¼” * 2

Pacific PR22-DDC Reservoir/Pump Combo

CL-W250-PL00BL-A

Dimensions: 86.5 (L) x 62 (W) x 210.1 (H)
Material: PPS + PMMA
Capacity: 300 ml
Pump Speed: 4600 RPM
Maximum Head: 23 feet (7m)
Maximum Flow Rate: 522.38 L/h
Maximum Pressure: 21.75 PSI
Connector: 4 Pin
Power Input: 20 W
Screw Thread: G 1/4

Pacific Core P5 DP-D5 Plus Distro-Plate with Pump Combo
CL-W264-PL00SW-A

Dimensions: 544 (L) x 234 (W) x 84.8 (H)
Interface: USB 2.0 connectors (9 Pin)
System Compatibility: Windows 7 / 8 / 8.1 / 10
Power Input:  37 W / 9 W
Power Input:  P1: 1,800 RPM, P2: 2,550 RPM
P3: 3,300 RPM, P4: 4,050 RPM, P5: 4,800 RPM
Connector: 4 Pin, Material: POM+ PMMA
Max. Air Flow: 1135 L/h, 
Max. Air Pressure: 50 PSI
Rated Voltage: 12 V / 5 V,  Capacity: 200 ml
Parts: Stopper *3 (G 1/4 )
Screw Thread: G 1/4

CL-W242-CU12SW-A

Dimension: 520 (L) x 200 (W) x 232 (H)
Components Dimension:
Pump & Reservoir: 86.54 (L) x 62 (W) x 140.1 (H) mm
Copper Radiator: 29.5 (H) x 119 (W) x 279 (L) mm
Tube Dimension: OD : 16mm , ID : 12mm
Fan Spec: PWM 500~1500 RPM ,
  ( ARGB Controller or 5V MB ARGB Sync )
Coolant: T1000 Coolant Pure Clear
Compatibility: Intel LGA 2066/2011/1366/
1156/1155/1151/1150/775, AMD AM4/FM2/
FM1/AM3+/AM3/AM2+/AM2 (CPU Socket)

Thermaltake Pacific C240 DDC
Hard Tube Water Cooling Kit

CL-W243-CU12SW-A

Dimension: 520 (L) x 200 (W) x 232 (H)
Components Dimension:
Pump & Reservoir: 86.54 (L) x 62 (W) x 140.1 (H) mm
Copper Radiator: 29.5 (H) x 119 (W) x 399 (L) mm
Tube Dimension: OD : 16mm , ID : 12mm
Fan Spec: PWM 500~1500 RPM ,
  ( ARGB Controller or 5V MB ARGB Sync )
Coolant: T1000 Coolant Pure Clear
Compatibility: Intel LGA 2066/2011/
1366/1156/1155/1151/1150/775,   AMD:
AM4/FM2/FM1/AM3+/AM3/AM2+/AM2

Thermaltake Pacific C360 DDC
Hard Tube Water Cooling Kit

CL-W259-CU00SW-A

Dimension (S): 551 (L) x 231 (W) x 214 (H)
Components Dimension:
Pump & Reservoir: 94.1 (L) x 87.4 (W) x 309.7 (H) mm
Copper Radiator: 64 (H) x 132 (W) x 405 (L) mm
Tube Dimension: OD : 16mm , ID : 12mm , L : 500mm
Fan Spec: PWM 500~1500 RPM
Coolant: T1000 Coolant Pure Clear

Thermaltake Pacific CL360
Max D5 Hard Tube Water Cooling Kit

Compatibility: Intel：LGA 2066/2011-32011/1200/1366/1156/1155/1151/1150
   AMD：AM4/AM3+/AM3/AM2+/AM2/FM2/FM1

Thermaltake Pacific Leak Tester
CL-W303-PL00BL-A

Dimensions: 275 X 43 X 66 (Mm)
Connector: G1/4 Port
Note: The Minimum Testing Time Is 5 Minutes.
Kit Contents: Tester Body X1
                         Connection Tube X1
                         Connection Fitting X1

Pacific Hard Tube Bending Kit
CL-W093-AL00BL-A

Compatibility: ID 12mm OD 5/8’’(16mm) hard tube
Material: Mandrels：Aluminum, Cord：Silicone
                Reamer： Plastic + Steel
Kit Contents: 45° & 90° Mandrels x 1, 180° Mandrels x 1
360° Mandrels x 1, Cutter x 1
Silicone cord x 1, Inside-outside Reamer x 1



Thermaltake P1000 Pastel Coolant - Yellow

CL-W246-OS00YE-A

Capacity: 1000 Ml
Color: Yellow
Hazardous Component: 1,2-Propanediol< 6%
CAS 57-55-6, EC 200-338-0

WATER COOLER COOLANT

WATER COOLER COOLANT

C1000 Opaque Coolant Orange
CL-W114-OS00OR-A

Capacity: 1000 Ml
Color: Blue，red，white，green，orange，yellow
           Purple，black
Hazardous Component: Ethanediol Value < 20%
CAS 170-21-1, EG 203-473-3, Index 603-027-00-1,
Certificate Xn, R-phrase 22, S-Phrase 2, 24/25,46

C1000 Opaque Coolant Red
CL-W114-OS00RE-A

Capacity: 1000 Ml
Color: Blue，red，white，green，orange，yellow
           Purple，black
Hazardous Component: Ethanediol Value < 20%
CAS 170-21-1, EG 203-473-3, Index 603-027-00-1,
Certificate Xn, R-phrase 22, S-phrase 2, 24/25,46

Thermaltake C1000 Pure Clear Coolant
CL-W114-OS00TR-A

Capacity: 1000 Ml
Color: Blue，red，white，green，orange，yellow
           Purple，black
Hazardous Component: Ethanediol Value < 20%
CAS 170-21-1, EG 203-473-3, Index 603-027-00-1,
Certificate Xn, R-phrase 22, S-Phrase 2, 24/25,46

C1000 Opaque Coolant White
CL-W114-OS00WT-A

Capacity: 1000 Ml
Color: Blue，red，white，green，orange，yellow
           Purple，black
Hazardous Component: Ethanediol Value < 20%
CAS 170-21-1, EG 203-473-3, Index 603-027-00-1,
Certificate Xn, R-phrase 22, S-phrase 2, 24/25,46

Thermaltake T1000 Coolant – Acid Green

CL-W245-OS00AG-A

Capacity: 1000 Ml
Color: Acid Green
Hazardous Component: 1,2-Propanediol< 6%
CAS 57-55-6, EC 200-338-0

Thermaltake T1000 Coolant - Green

CL-W245-OS00GR-A

Capacity: 1000 Ml
Color: Green
Hazardous Component: 1,2-Propanediol< 6%
CAS 57-55-6, EC 200-338-0

Thermaltake T1000 Coolant - Red

CL-W245-OS00RE-A

Capacity: 1000 Ml
Color: Red
Hazardous Component: 1,2-Propanediol< 6%
CAS 57-55-6, EC 200-338-0

Thermaltake P1000 Pastel Coolant - Green

CL-W246-OS00GR-A

Capacity: 1000 Ml
Color: Green
Hazardous Component: 1,2-Propanediol< 6%
CAS 57-55-6, EC 200-338-0

Thermaltake P1000 Pastel Coolant - Red

CL-W246-OS00RE-A

Capacity: 1000 Ml
Color: Red
Hazardous Component: 1,2-Propanediol< 6%
CAS 57-55-6, EC 200-338-0

Thermaltake P1000 Pastel Coolant - White

CL-W246-OS00WT-A

Capacity: 1000 Ml
Color: White
Hazardous Component: 1,2-Propanediol< 6%
CAS 57-55-6, EC 200-338-0



TOUGHAIR 510 CPU Cooler
CL-P075-AL12BL-A

Compatibility: Intel LGA 1200/1156/1155/1151/1150
        AMD AM4/AM3+/AM3/AM2+/AM2/FM2/FM1
Heatsink Material: Aluminum Fins, Copper Heatpipes
Heatpipe: Φ6mm x 4 pcs,
Fan Dimension: 123.6 x 98.8 x 159.5 mm ( L x W x H)
Fan Speed: PWM 500 ~ 2000 RPM
Rated Voltage: 12V, Start Voltage: 6.0 V
Rated Current: 0.48 A, Power Input: 5.76 W
Air Flow: 58.35 CFM, Air Pressure: 2.41 mm-H2O
Noise Level: 23.6 dBA
Life Time/Fan Life Time: 40,000 hours

CPU AIR COOLER

CPU AIR COOLER

TOUGHAIR 310 CPU Cooler
CL-P074-AL12BL-A

Compatibility: Intel LGA 1200/1156/1155/1151/1150
AMD AM4/AM3+/AM3/AM2+/AM2/FM2/FM1
Heatsink Material: Aluminum Fins, Copper Heatpipes
Heatpipe: Φ6mm x 4 pcs,
Fan Dimension: 120 x 120 x 25 mm ( L x W x H)
Fan Speed: PWM 500 ~ 2000 RPM
Rated Voltage: 12V,  Start Voltage: 6.0 V
Rated Current: 0.48 A, Power Input: 5.76 W

Air Flow: 58.35 CFM,  Air Pressure: 2.41 mm-H2O
Noise Level: 23.6 dBA
Life Time/Fan Life Time: 40,000 hours

TOUGHAIR 110 CPU Cooler
CL-P073-AL12BL-A

Compatibility: Intel LGA 1700/1200/1156/1155/1151/1150
AMD AM4/AM3+/AM3/AM2+/AM2/FM2/FM1
Heatsink Material: Aluminum Fins, Copper Heatpipes
Heatpipe: Φ6mm x 4 pcs,
Fan Dimension: 120 x 120 x 25 mm ( L x W x H)
Fan Speed: PWM 500 ~ 2000 RPM
Rated Voltage: 12V,  Start Voltage: 9.0 V
Rated Current: 0.48 A, Power Input: 5.76 W

Air Flow: 58.35 CFM,  Air Pressure: 2.41 mm-H2O
Noise Level: 23.6 dBA
Life Time/Fan Life Time: 40,000 hours

Contac 9 CPU Cooler
CL-P049-AL09BL-A

Compatibility: Intel LGA 1366/1200/1156/1155/
  1151/1150/775,   AMD AM4/FM2/FM2+/FM1/AM3
+/AM3/AM2+/AM2 (CPU Socket)
Dimensions: 139.5 H* 100 W* 71.6 L mm
Heatsink Material: Aluminum Fins, Copper Heatpipes
Heatpipe: Φ6mm x 3 pcs
Fan Dimension: 92 x 92 x 25 mm(L xW x H)
Fan Speed: PWM 1000~2500 RPM
Rated Voltage: 12V, Start Voltage: 9.0 V
Rated Current: 0.15 A, Power Input: 1.8 W
Air Flow: 40 CFM, Air Pressure: 2.28 mm-H2O
Life Time/Fan Life Time: 40,000 hours
Weight: 420 g

UX100 ARGB Lighting CPU Cooler
CL-P064-AL12SW-A

Compatibility:  Intel LGA 1200/1156/1155/1151/
   1150/775
   AMD AM4/FM2/FM1/AM3+/AM3/AM2+/AM2
Dimensions: 122.3 x 122.3 x 66.1 mm(L x W x H)
Heatsink Material: Aluminum Fins
Fan Dimension: 120 x 120 x 25 mm(L x W x H)
Fan Speed: 1800 RPM, Rated Voltage: 12 V
Start Voltage: 6.0 V, Rated Current: 0.35 A
Power Input: 4.2 W, Air Flow: 38.82 CFM
Air Pressure: 1.48 mm-H2O
Acoustical Noise: 26.92 dBA
Life Time/fan Life Time: 30,000 hours, Weight: 410g

UX200 ARGB Lighting CPU Cooler
CL-P065-AL12SW-A

Compatibility:  Intel LGA 1200/1156/1155/1151/
  1150/775
  AMD AM4/FM2/FM1/AM3+/AM3/AM2+/AM2
Dimensions: 127 x 76 x 153.5 mm ( L x W x H)
Heatsink Material: Aluminum Fins, Copper Heatpipes
Fan Dimension: 120 x 120 x 25 mm ( L x W x H)
Fan Speed: PWM 300 ~ 1500 RPM, Rated Voltage: 12 V
Start Voltage: 6.0 V, Rated Current: 0.48 A
Power Input: 5.76 W, Air Flow: 43.34 CFM
Air Pressure: 1.18 mm-H2O
Acoustical Noise: 26.33 dBA
Life Time/fan Life Time: 30,000 hours, Weight: 770g

UX 210 ARGB Lighting CPU Cooler
CL-P079-CA12SW-A

Compatibility:  Intel LGA 2066/2011/2011-3/
                         1366/1200/1156/1155/1151/1150
AMD AM4/AM3+/AM3/AM2+/AM2/FM2/FM1
Dimensions: 136 x 74 x 153 mm ( L x W x H)
Heatsink Material: Aluminum Fins, Copper Heatpipes
Fan Dimension: 120 x 120 x 25 mm ( L x W x H)
Fan Speed: PWM 600 ~ 2000 RPM, Rated Voltage: 12 V
Start Voltage: 9.0 V, Rated Current: 0.26 A
Power Input: 3.12 W, Air Flow: 72.3 CFM
Air Pressure: 2.31 mm-H2O
Acoustical Noise: 34.3 dBA
Life Time/fan Life Time: 30,000 hours, Weight: 770g



CHASSIS FAN

CHASSIS FAN

Riing Plus 12 RGB Radiator Fan TT Premium Edition (3 Fan Pack)

CL-F053-PL12SW-A

Fan Dimension: 120 x 120 x 25 mm
Interface: USB 2.0 connectors (9 Pin)
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: 500 ~ 1500 R.P.M
Max Air Flow: 48.34 CFM
Noise Level: 24.7 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 870 g

Riing Plus 12 LED RGB Radiator Fan TT Premium Edition (5 Fan Pack)

CL-F054-PL12SW-A

Fan Dimension: 120 x 120 x 25 mm
Interface: USB 2.0 connectors (9 Pin)
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: 500 ~ 1500 R.P.M
Max Air Flow: 48.34 CFM
Noise Level: 24.7 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 1210 g

Riing Plus 14 RGB Radiator Fan TT Premium Edition (3 Fan Pack)

CL-F056-PL14SW-A

Fan Dimension: 140 x 140 x 25 mm
Interface: USB 2.0 connectors (9 Pin)
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: 500 ~ 1400 R.P.M
Max Air Flow: 63.19 CFM
Noise Level: 27.2 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 160 g

Riing Trio 12 RGB Radiator Fan TT Premium Edition (3-Fan Pack)

CL-F072-PL12SW-A

Fan Dimension: 120 x 120 x 25 mm
Interface: USB 2.0 connectors (9 Pin)
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: 500 ~ 1500 R.P.M
Max Air Flow: 22.14 ~ 40.6 CFM
Noise Level: 25.2 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 168 g

Riing Duo 12 RGB Radiator Fan TT Premium Edition (3-Fan Pack)

CL-F073-PL12SW-A

Fan Dimension: 120 x 120 x 25 mm
Interface: USB 2.0 connectors (9 Pin)
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: 500 ~ 1500 R.P.M
Max Air Flow: 42.45 CFM
Noise Level: 23.9 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 163 g (one fan)

Riing Trio 14 RGB Radiator Fan TT Premium Edition (3-Fan Pack)

CL-F077-PL14SW-A

Fan Dimension: 140 x 140 x 25 mm
Interface: USB 2.0 connectors (9 Pin)
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: 500 ~ 1400 R.P.M
Max Air Flow: 22.14 ~ 40.6 CFM
Noise Level: 26.5 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 216 g (one fan)

Riing Duo 14 RGB Radiator Fan TT Premium Edition (3-Fan Pack)

CL-F078-PL14SW-A

Fan Dimension: 120 x 120 x 25 mm
Interface: USB 2.0 connectors (9 Pin)
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: 500 ~ 1400 R.P.M
Max Air Flow: 1.74 mm-H2O
Noise Level: 26.2 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 195 g (one fan)

Pure A12 Radiator Fan (Single Fan Pack)-Blue

CL-F109-PL12BU-A

Fan Dimension: 120 x 120 x 25 mm
Interface: 4 PIN PWM
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: PWM 500~1500 R.P.M
Max Air Flow: 56.45 CFM
Noise Level: 25.8 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 156 g

Pure A12 Radiator Fan (Single Fan Pack)-Green

CL-F109-PL12GR-A

Fan Dimension: 120 x 120 x 25 mm
Interface: 4 PIN PWM
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: PWM 500~1500 R.P.M
Max Air Flow: 56.45 CFM
Noise Level: 25.8 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 156 g

Pure A12 Radiator Fan (Single Fan Pack)-Red

CL-F109-PL12RE-A

Fan Dimension: 120 x 120 x 25 mm
Interface: 4 PIN PWM
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: PWM 500~1500 R.P.M
Max Air Flow: 56.45 CFM
Noise Level: 25.8 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 156 g

Pure A12 Radiator Fan (Single Fan Pack)-White

CL-F109-PL12WT-A

Fan Dimension: 120 x 120 x 25 mm
Interface: 4 PIN PWM
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: PWM 500~1500 R.P.M
Max Air Flow: 56.45 CFM
Noise Level: 25.8 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 156 g

Pure A14 Radiator Fan (Single Fan Pack)-Blue

CL-F110-PL14BU-A

Fan Dimension: 120 x 120 x 25 mm
Interface: 4 PIN PWM
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: PWM 500~1500 R.P.M
Max Air Flow: 56.45 CFM
Noise Level: 32 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 176 g



TOUGHFAN 12 Turbo High Static Pressure Radiator Fan (Single Fan Pack)

CL-F118-PL14BL-A  

Fan Dimension: 120 x 120 x 25 mm
Fan Started Voltage: 9.0 V
Fan Rated Voltage: 12V
Max Air Flow: 72.69 CFM
Noise Level: 28.1 dB-A
Bearing Type: Hydraulic Bearing Gen.2
Life Expectation: 40,000 hrs, 25°C
Connector: 4 PIN PWM
Weight: 217.7 g

TOUGHFAN 12 Turquoise High Static Pressure Radiator Fan (Single Fan Pack)

CL-F121-PL12GM-A  

Fan Dimension: 140 x 140 x 25 mm
Fan Started Voltage: 9.0 V
Fan Rated Voltage: 12V
Max Air Flow: 58.35 CFM
Noise Level: 22.3 dB-A, With L.N.C 19 dB-A
Bearing Type: Hydraulic Bearing Gen.2
Life Expectation: 40,000 hrs, 25°C
Connector: 4 PIN PWM
Weight: 212.5 g

CHASSIS FAN

Pure A14 Radiator Fan (Single Fan Pack)-Green

CL-F110-PL14GR-A

Fan Dimension: 140 x 140 x 25 mm
Interface: 4 PIN PWM
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: PWM 500~1500 R.P.M
Max Air Flow: 93.15 CFM
Noise Level: 32 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 156 g

Pure A14 Radiator Fan (Single Fan Pack)-Red

CL-F110-PL14RE-A

Fan Dimension: 140 x 140 x 25 mm
Interface: 4 PIN PWM
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: PWM 500~1500 R.P.M
Max Air Flow: 2.05 mm-H2O
Noise Level: 32 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 176 g

Pure A14 Radiator Fan (Single Fan Pack)-White

CL-F110-PL14WT-A

Fan Dimension: 140 x 140 x 25 mm
Interface: 4 PIN PWM
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: PWM 500~1500 R.P.M
Max Air Flow: 93.15 CFM
Noise Level: 32 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 176 g

TOUGHFAN 12 Turbo High Static Pressure Radiator Fan (Single Fan Pack)

CL-F121-PL12GM-A

Fan Dimension: 120 x 120 x 25 mm
Fan Started Voltage: 9.0 V
Fan Speed: PWM 500~2500 R.P.M
Max Air Flow: 72.69 CFM
Noise Level: 28.1 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Connector: 4 PIN PWM
Weight: 217.7 g

TOUGHFAN 14 High Static Pressure Radiator Fan (2 Fan Pack)

CL-F110-PL14WT-A

Fan Dimension: 140 x 140 x 25 mm
Fan Started Voltage: 9.0 V
Fan Rated Voltage: 12V
Max Air Flow: 119.1 CFM
Noise Level: 33.2 dB-A
Bearing Type: Hydraulic Bearing Gen.2
Life Expectation: 40,000 hrs, 25°C
Connector: 4 PIN PWM
Weight: 217.7 g

TOUGHFAN 12 High Static Pressure Radiator Fan (2 Fan PACK)

CL-F121-PL12GM-A

Fan Dimension: 120 x 120 x 25 mm
Fan Started Voltage: 9.0 V
Fan Rated Voltage: 12V
Max Air Flow: 58.35 CFM
Noise Level: 22.3 db-a (without L.N.C)
                       19.2 db-a (with L.N.C)
Bearing Type: Hydraulic Bearing Gen.2
Life Expectation: 40,000 hrs, 25°C
Connector: 4 PIN PWM
Weight: 212.5 g (Fan*1)

TOUGHFAN 14 High Static Pressure Radiator Fan (Single Fan Pack)

CL-F085-PL14BL-A

Fan Dimension: 140 x 140 x 25 mm
Fan Started Voltage: 9.0 V
Fan Rated Voltage: 12V
Max Air Flow: 119.1 CFM
Noise Level: 33.2 dB-A, With L.N.C 25.2 dB-A
Bearing Type: Hydraulic Bearing Gen.2
Life Expectation: 40,000 hrs, 25°C
Connector: 4 PIN PWM
Weight: 240.7 g

TOUGHFAN 14 High Static Pressure Radiator Fan (2 Fan Pack)

CL-F082-PL12BL-A 

Fan Dimension: 140 x 140 x 25 mm
Fan Started Voltage: 9.0 V
Fan Rated Voltage: 12V
Max Air Flow: 119.1 CFM
Noise Level: 33.2 dB-A, With L.N.C 25.2 dB-A
Bearing Type: Hydraulic Bearing Gen.2
Life Expectation: 40,000 hrs, 25°C
Connector: 4 PIN PWM
Weight: 240.7 g

TOUGHFAN 12 Racing Green High Static Pressure Radiator Fan (Single Fan Pack)

CL-F085-PL14BL-A 

Fan Dimension: 120 x 120 x 25 mm
Fan Started Voltage: 9.0 V
Fan Rated Voltage: 12V
Max Air Flow: 58.35 CFM
Noise Level: 22.3 dB-A, With L.N.C 19 dB-A
Bearing Type: Hydraulic Bearing Gen.2
Life Expectation: 40,000 hrs, 25°C
Connector: 4 PIN PWM
Weight: 212.5 g

Pure 12 ARGB Sync Radiator Fan TT Premium Edition (3-Fan Pack)

CL-F117-PL12RG-A 

Fan Dimension: 120 x 120 x 25 mm
Interface: Fan 2510-4P , LED 5V RGB Header
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: PWM 500~1500 R.P.M
Max Air Flow: 56.45 CFM
Noise Level: 25.8 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 171 g (one Fan)



CHASSIS FAN

Pure Plus 12 RGB Radiator Fan TT Premium Edition (3-Fan Pack)

CL-F079-PL12SW-A

Fan Dimension: 120 x 120 x 25 mm
Interface: USB 2.0 connectors (9 Pin)
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: 500 ~ 1500 R.P.M
Max Air Flow: 56.45 CFM
Noise Level: 25.8 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 164 g

Pure 12 ARGB Sync Radiator Fan White TT Premium Edition (3-Fan Pack)

CL-F117-PL12TQ-A

Fan Dimension: 120 x 120 x 25 mm
Interface: Fan 2510-4P , LED 5V RGB Header
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: PWM 500~1500 R.P.M
Max Air Flow: 56.45 CFM
Noise Level: 25.8 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 171 g (one Fan)

Pure Duo 12 ARGB Sync Radiator Fan (2-Fan Pack)-Black

CL-F115-PL12SW-A

Fan Dimension: 120 x 120 x 25 mm
Interface: Fan 2510-4P , LED 5V RGB Header
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: PWM 500~1500 R.P.M
Max Air Flow: 56.51 CFM
Noise Level: 28 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 168 g (Fan*1)

Pure Duo 12 ARGB Sync Radiator Fan (2-Fan Pack)-White

CL-F097-PL12SW-A 

Fan Dimension: 120 x 120 x 25 mm
Interface: Fan 2510-4P , LED 5V RGB Header
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: PWM 500~1500 R.P.M
Max Air Flow: 56.51 CFM
Noise Level: 28 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 168 g (Fan*1)

Pure Duo 14 ARGB Sync Radiator Fan (2-Fan Pack)-White

CL-F098-PL14SW-A 

Fan Dimension: 140 x 140 x 25 mm
Interface: Fan 2510-4P , LED 5V RGB Header
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: PWM 500~1500 R.P.M
Max Air Flow: 82.23 CFM
Noise Level: 33.5 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 209 g (Fan*1)

Pure Duo 14 ARGB Sync Radiator Fan (2-Fan Pack)-Black

CL-F116-PL14SW-A

Fan Dimension: 140 x 140 x 25 mm
Interface: Fan 2510-4P , LED 5V RGB Header
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: PWM 500~1500 R.P.M
Max Air Flow: 82.23 CFM
Noise Level: 33.5 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 209 g (Fan*1)

Pure 14 ARGB Sync Radiator Fan TT Premium Edition (3-Fan Pack)

CL-F080-PL14SW-A

Fan Dimension: 140 x 140 x 25 mm
Interface: Fan 2510-4P , LED 5V RGB Header
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: 600 ~ 1400 R.P.M
Max Air Flow: 70.32 CFM
Noise Level: 30.4 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 193.1 g (one Fan)

Pure Plus 14 RGB Radiator Fan TT Premium Edition (3-Fan Pack)

CL-F064-PL14SW-A

Fan Dimension: 120 x 120 x 25 mm
Interface: USB 2.0 connectors (9 Pin)
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: 500 ~ 1500 R.P.M
Max Air Flow: 56.45 CFM
Noise Level: 25.8 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 164 g

Pure Plus 12 RGB Radiator Fan TT Premium Edition (3-Fan Pack)

CL-F063-PL12SW-A

Fan Dimension: 120 x 120 x 25 mm
Interface: USB 2.0 connectors (9 Pin)
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: 500 ~ 1500 R.P.M
Max Air Flow: 56.45 CFM
Noise Level: 25.8 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 164 g

Pure Duo 12 ARGB Sync Radiator Fan (2-Fan Pack)-Black

CL-F127-PL12SW-A 

Fan Dimension: 120 x 120 x 25 mm
Interface: Fan 2510-4P , LED 5V RGB Header
System Compatibility: Windows 7 / 8 / 8.1 / 10
Fan Speed: PWM 500~1500 R.P.M
Max Air Flow: 56.51 CFM
Noise Level: 28 dB-A
Bearing Type: Hydraulic Bearing
Life Expectation: 40,000 hrs, 25°C
Weight: 168 g (Fan*1)



THERMAL GREASE

THERMAL GREASE & KEYBOARD

Thermal Grease – TG-5

CL-O002-GROSGM-A

Dimensions: 115.7 X 111.4 X 50.3 Mm
Color: Gray,     Weight: 40g

Thermal Grease – TG-7

CL-O004-GROSGM-A

Dimensions: 145 x 90 x 16 mm
Color: Gray,     Weight: 4 g

TG-30 Thermal Compound

CL-O023-GROSGM-A

Color: Gray,     Weight: 4 g
Viscosity: 76 Pa-s
Thermal Impedance: 0.185°c -in²/w
Density: 2.55 G/cm³

TG-50 Thermal Compound

CL-O024-GROSGM-A

Color: Gray,     Weight: 4 g
Viscosity: 47 Pa-s
Thermal Impedance: 0.035°C -in²/W
Density: 2.9 g/cm³

KEYBOARD

Challenger Elite RGB Combo
CM-CEL-WLXXMB-US

 6 zone rgb colored backlighting
Durable gaming grade membrane switch
 19-key anti-ghosting across 6 zones
  and n-key rollover
Cutomize 5 programmable macros via
Keyboard or on-the-fly
Dedicated multimedia keys with full
 keyboard & windows lock
Detachable magnetic wrist rest

 16.8m rgb color illumination with 7 dynamic lighting e�ects
Gaming grade optical sensor up to 3200 dpi
6 button ergonomic design with durable 20 million click gaming grade switches

CHALLENGER COMBO
CM-CHC-WLXXPL-US
Rainbow colored backlighting
Gaming grade membrane switch
 Anti-ghosting technology with 24-key rollover 
 Full keyboard & windows lock
Gaming grade optical sensor up to 2400 dpi
 6 button ergonomic design with durable
 10 million click gaming grade switches

Athos Elite RGB

EKB-CHE-PLBRUS-01

 Premium grade aluminum
A whole new level of lighting
Dedicated multimedia controls
Macro functions
Anti-ghosting
 Ergonomic wrist rest
Gaming software

ARGENT K5 RGB Gaming Keyboard Blue
GKB-KB5-BLSRUS-01

Color: Titanium,  Polling Rate: 1000 Hz
Dimension: 465 x 161 x 46 mm, Interface: USB
Anti-Ghosting Keys: YES / N KEY Rollover (USB)
On-board Memory Size: 4M bit,
Back-light: 16.8 Million RGB Colors
Wrist Rest: Yes (Magnetic, Detachable)
Cable Length: 1.8 M, Switch Type: Mechanical
Keystroke Lifecycle: 50 Million Clicks Lifetime

ARGENT K5 RGB Gaming Keyboard Silver
GKB-KB5-SSSRUS-01

Color: Titanium,  Polling Rate: 1000 Hz
Dimension: 465 x 161 x 46 mm, Interface: USB
Anti-Ghosting Keys: YES / N KEY Rollover (USB)
On-board Memory Size: 4M bit,
Back-light: 16.8 Million RGB Colors
Wrist Rest: Yes (Magnetic, Detachable)
Cable Length: 1.8 M, Switch Type: Mechanical
Keystroke Lifecycle: 50 Million Clicks Lifetime

Level 20 RGB Gaming Keyboard
KB-LVT-BLBRUS-01

Color: Black, Interface: USB
Dimension: 482 x 185.96 x 43.93 mm
Anti-Ghosting Keys: YES / N KEY Rollover (USB)
On-board Memory Size: 4M bit
Polling Rate: 1000 Hz,   Wrist Rest: No
Back-light: 16.8 Million RGB Colors
Cable Length: 1.8 M, Switch Type: Mechanical
Keystroke Lifecycle: 50 Million Clicks Lifetime

W1 WIRELESS Gaming Keyboard
GKB-WOW-RDSNUS-01

Color: Titanium Gray with Black
Dimension: 442 x 222 x 40.6 mm
Interface: 2.4GHz, Bluetooth 4.2, USB Type-C
Anti-Ghosting Keys: 10 KEY Rollover (2.4GHz),
6 KEY Rollover (Bluetooth), N KEY Rollover (USB)
Polling Rate: 1000 HZ (2.4GHz, USB), 125 HZ (Bluetooth)
Cable Length: 1.5 M, Switch Type: Mechanical
Keystroke Lifecycle: 50 Million Clicks Lifetime

Level 20 RGB Titanium Gaming Keyboard
KB-LVT-BLSRUS-01

Color: Titanium
Dimension: 482 x 185.96 x 43.93 mm
Interface: USB, Polling Rate: 1000 HZ
Anti-Ghosting Keys: YES / N KEY Rollover (USB)
Back-light: 16.8 Million RGB Colors
Cable Length: 1.8 M, Switch Type: Mechanical
Keystroke Lifecycle: 50 Million Clicks Lifetime

Level 20 RGB GK Cherry MX Speed Silver
KB-LVT-SSBRUS-01
Color: Black,  Interface: USB
Dimension: 482 x 185.96 x 43.93 mm
Anti-Ghosting Keys: YES / N KEY Rollover (USB)
Polling Rate: 1000 HZ
Back-light: 16.8 Million RGB Colors
Cable Length: 1.8 M, Switch Type: Mechanical
Keystroke Lifecycle: 50 Million Clicks Lifetime



Ventus X PLUS
MO-VXP-WDLOBK-01

Color: Black
Shape: Ambidextrous for right hand and left hand
No. Of buttons: 8
No. Of game profiles: 5
Omron switches: 50 Million Click Lifecycle
USB cable length: 1.8m
Gold-plated USB: Yes
Dimensions: 128.35 x 67.21 x 46.64 mm
Led color: 16.8 Million RGB Colors
DPI: 400~3200
Polling Rate: 2000hz, 1000hz, 500hz, 250hz or 125hz

Iris Optical RGB
MO-IRS-WDOHBK-01

Color: Black
Shape: Ambidextrous for right hand and left hand
No. Of buttons: 8
No. Of game profiles: 5
Omron switches: 50 Million Click Lifecycle
USB cable length: 1.8m
Gold-plated USB: Yes
Dimensions: 128.35 x 67.21 x 46.64 mm
Led color: 16.8 Million RGB Colors
DPI: 400~3200
Polling Rate: 2000hz, 1000hz, 500hz, 250hz or 125hz

ARGENT M5 RGB Gaming Mouse
GMO-TMF-WDOOBK-01

Color: Black
Shape: Ambidextrous for right hand and left hand
No. Of buttons: 8
No. Of game profiles: 6
Omron switches: 50 Million click lifecycle
USB cable length: 1.8m
Gold-plated USB: Yes
Dimensions: 128 X 64 X 37 mm (L x W x H)
Led color: 16.8 Million RGB Colors
DPI: 100 ~ 16000
Polling Rate: 2000Hz, 1000Hz, 500Hz, 250Hz or 125Hz

KEYBOARD & MOUSE

Level 20 RGB Gaming Keyboard Razer Green
KB-LVT-RGBRUS-01

Color: Black, Interface: USB
Dimension: 482 x 186 x 44 mm
Anti-Ghosting Keys: YES / N KEY Rollover (USB)
On-board Memory Size: 4M bit
Polling Rate: 1000 Hz,   Wrist Rest: No
Back-light: 16.8 Million RGB Colors
Cable Length: 1.8 M, Switch Type: Mechanical
Keystroke Lifecycle: 80 Million Clicks Lifetime

Level 20 RGB Titanium GK Cherry MX Speed Silver
KB-LVT-SSSRUS-01

Color: Titanium
Dimension: 482 x 185.96 x 43.93 mm
Interface: USB
Anti-Ghosting Keys: YES / N KEY Rollover (USB)
Polling Rate: 1000 HZ
Back-light: 16.8 Million RGB Colors
Cable Length: 1.8 M, Switch Type: Mechanical
Keystroke Lifecycle: 50 Million Clicks Lifetime

TT Premium X1 RGB Cherry MX Silver Keyboard
KB-TPX-SSBRUS-01

Color: BLACK,  Interface: USB
Dimension: 464.98 x 170.52 x 40.39 mm
Anti-Ghosting Keys: YES / N KEY Rollover (USB)
Polling Rate: 1000 HZ
Back-light: 16.8 Million RGB Colors
Cable Length: 1.8 M, Switch Type: Mechanical
Keystroke Lifecycle: 50 Million Clicks Lifetime

TT Premium X1 RGB Cherry MX Blue Keyboard
KB-TPX-BLBRUS-01

Color: BLACK,  Interface: USB
Dimension: 464.98 x 170.52 x 40.39 mm
Anti-Ghosting Keys: YES / N KEY Rollover (USB)
Polling Rate: 1000 HZ
Back-light: 16.8 Million RGB Colors
Cable Length: 1.8 M, Switch Type: Mechanical
Keystroke Lifecycle: 50 Million Clicks Lifetime

Level 20 RGB Gaming Mouse
GMO-LVT-WDOOBK-01

Color: Black
Shape: Ambidextrous for right hand and left hand
No. Of buttons: 8
No. Of game profiles: 5
Omron switches: 50 Million Click Lifecycle
USB cable length: 1.8m
Gold-plated USB: Yes
Dimensions: 128.35 x 67.21 x 46.64 mm
Led color: 16.8 Million RGB Colors
DPI: Up to 16000 dpi
Polling Rate: 2000hz, 1000hz, 500hz, 250hz or 125hz

MOUSE

Talon X Gaming Gear Combo
MO-CPC-WDOOBK-01

Color: Black
Shape: Ambidextrous for right hand and left hand
No. Of buttons: 8
No. Of game profiles: 5
Omron switches: 50 Million Click Lifecycle
USB cable length: 1.8m
Gold-plated USB: Yes
Dimensions: 128.35 x 67.21 x 46.64 mm
Led color: 16.8 Million RGB Colors
DPI: 400~3200
Polling Rate: 2000hz, 1000hz, 500hz, 250hz or 125hz

ARGENT M5 Wireless RGB Gaming Mouse
GMO-TMF-HYOOBK-01

Color: Black
Shape: Ambidextrous for right hand and left hand
No. Of buttons: 8
No. Of game profiles: 6
Omron switches: 50 Million click lifecycle
USB cable length: 1.8m
Gold-plated USB: Yes
Dimensions: 128 X 64 X 37 mm (L x W x H)
Led color: 16.8 Million RGB Colors
DPI: 100 ~ 16000
Polling Rate: 1000Hz, 500Hz, 250Hz or 125Hz



MOUSE & GAMING ACCESSORIES

MOUSE

GAMING ACCESSORIES

Level 20 RGB Gaming Mouse Pad

GMP-LVT-RGBHMS-01

 16.8 Million Rgb Color.
 Special Optimized Surface Compatible.
Non Slip Rubber Base.

Draconem RGB - Hard Edition Mouse Pad

MP-DCM-RGBHMS-01

Customize Your Lighting E�ect With
   The Gaming Software
 Specially Optimized Surface
 Easy Control
 Stunning Visual 16.8m Illumination
Non-slip Rubber Base

ARGENT HS1 RGB Headset Stand

GEA-HS1-THSSIL-01
Color: Space Grey
Dimension (s): 154 x 124 x 264 mm (L x W x H)
Weight: 623 g
Material: Holder : Aluminum holder construction
                   Base : Non-slip rubberized base
Compatibility: Compatible with all headsets with headband
Back-light: 16.8 Million RGB Colors

ARGENT MB1 RGB Mouse Bungee

GEA-MB1-MSBSIL-01
Color: Space Grey
Dimension (s): 69.5 x 69.5 x 56.9 mm
Graphical UI: Yes
Net Weight: 150g
Interface: USB
Back-light: 16.8 Million RGB Colors

Battle Dragon Microphone

EA-TTE-MICBLK-05

Characteristic: OMNI-DIRECTIONAL
Frequency Response: 100~10K HZ
Impedance: <2.2KOHM
Sensitivity: -34±3 DBV / PA@1 KHZ

Gaming PCI-E 3.0 X16 Riser Cable

AC-053-CN1OTN-C1

Cable Length: 200mm (7.9 inch)
Net Weight: 0.08kg / 0.17 lb
Color: Black
Material: PCB & Copper
Interface: PCI-E 3.0

TT Premium PCI-E 3.0 Extender – 300mm

AC-045-CN1OTN-C1

Cable Length: 300mm (11.8 inch)
Net Weight: 0.1 kg / 0.02 lb
Color: Black
Material: Thermoplastic, FR4, Polyethylene(PE), Copper Alloy
Operating Temperature: -20 to +80 deg. C

TtMod Sleeve Cable – Red and Black

AC-033-CN1NAN-A1

Wire AWG: Universal, Length: 300 mm
Wire AWG: 16
Sleeve Color: Black / Red
Comb Color: Black

TtMod Sleeve Cable (Cable Extension) – Space Gray and Black

PS-ACC-TTEC0YR-1

Length: 300 mm
Wire AWG: 16
Sleeve Color: Black / Space Gray
Comb Color: Black

TtMod Sleeve Cable (Cable Extension) – Yellow and Black

AC-047-CN1NAN-A1

Length: 300 mm
Wire AWG: 16
Sleeve Color: Black / Yellow
Comb Color: Black

DRACONEM RGB – Cloth Edition Gaming MP
MP-DCM-RGBSMS-01

Customize Your Lighting E�ect With
   The Gaming Software
 Specially Optimized Surface
 Easy Control
 Stunning Visual 16.8m Illumination
Non-slip Rubber Base

Draconem RGB - Hard Edition Mouse Pad

MP-TTP-BLKSXS-01

  Total Control With Superior Responsiveness
    & Accuracy.
  Extended Size For Big Game Plays.
  Comfort For Periods Of Long Play.

M700 Extended Gaming Mouse Pad

GMP-MP1-BLKHMC-01

  Total Control With Superior Responsiveness
    & Accuracy.
  Extended Size For Big Game Plays.
  Comfort For Periods Of Long Play.



GAMING ACCESSORIES,
NOTEBOOK COOLER & HEADSETS

TtMod Sleeve Cable (Cable Extension) – White and Black

AC-048-CN1NAN-A1

Length: 300 mm
Wire AWG: 16
Sleeve Color: Black / White
Comb Color: Black

TtMod Sleeve Cable – Green and Black

AC-034-CN1NAN-A1

Wire AWG: Universal, Length: 300 mm
Wire AWG: 16
Sleeve Color: Black / Green
Comb Color: Black

NOTEBOOK COOLER

Massive A23
CL-N013-PL12BL-A

Compatibility: For 10”~ 16”Notebook
Dimension: 350 x 260 x 32 mm
Fan Dimension: 120 x 120 x 18 mm
Weight: 622g
Fan Speed: 1200±10%RPM
Noise Level: 28 dBA
Air Flow: 38 CFM

Thermaltake Massive S14 NB Cooler
CL-N015-PL14BL-A

Compatibility: For 15”Notebook
Dimension: 349.6 x 260 x 33 mm
Fan Dimension: 140 x 140 x 15 mm
Weight: 530g
Fan Speed: 1000 R.P.M
Noise Level: 24.2 dBA
Air Flow: 29.3 CFM

Thermaltake Massive 20 RGB
CL-N014-PL20SW-A

Compatibility: For 10”~ 19”Notebook
Dimension: 471 x 354.5 x 46.5 mm
Fan Dimension: 200 x 200 x 18 mm
Weight: 1520g
Fan Speed: 600~800 R.P.M
Noise Level: 30 dBA
Air Flow: 64 CFM

Argent H5 Stereo

GHT-THF-ANECBK-30

External In-line Controller: Yes
Driver Unit (Mm): 50mm
Channel: Stereo
Frequency Response: 20 Hz ~ 40 KHz
Sensitivity: 118 ± 3dB
Mic Frequency: 100 Hz ~ 10 KHz
Dimension (S): 173 x 91 x 207mm

ARGENT H5 RGB 7.1 Surround Gaming Headset

GHT-THF-DIECBK-31 

External In-line Controller: Yes
Driver Unit (Mm): 50mm
Channel: DTS 7.1
Frequency Response: 20 Hz ~ 40 KHz
Sensitivity: 118 ± 3dB
Mic Frequency: 100 Hz ~ 10 KHz
Dimension (S): 220 x 230 x 58 mm

ISURUS PRO
HT-ISF-ANIBBK-19

Connector: 3.5mm Plug
Driver Unit (Mm): 13.5mm
Cable Length: 1.515m +- 20mm
External In-line Controller: Yes
Channel: Stereo
Frequency Response: 20hz ~ 20 Khz
Mic Directivity: Omni-directional
Mic Sensitivity: -44db ± 4db At 1khz
Mic Frequency: 100hz ~ 5 Khz

HEADSETS



GAMING CHAIR

GAMING CHAIR

U Comfort Black-Red Gaming Chair
GGC-UCO-BRLWDS-01

Chair Type: Gaming Chair
Frame Color: Black
Frame Construction: Metal
Chair Cover Color: Black & Red
Adjustable Armrests: 2d Adjustable Armrests
Armrest Pad Size: 9.84"L x 3.54"W / 25cm(L) x 9cm(W)
Mechanism Type: Basic type (up/down, Tilted)
Gas Lift Class: 4
Chair/seat Back Style: High-back
Adjustable Back Angle: 90°~135°
Seat Size: 20"W(Front) x 11.41"W (Back) x 20"D
51cm(Front) x 29cm(Back) x 51cm D
Weight Capacity: <308.6 lb / 140 kg

U Fit Black-Red Gaming Chair
GGC-UFT-BRMWDS-01

Chair Type: Gaming Chair
Frame Color: Black
Frame Construction: Metal
Chair Cover Color: Black & Red
Adjustable Armrests: 2d Adjustable Armrests
Armrest Pad Size: 9.84"L x 3.54"W / 25cm(L) x 9cm(W)
Mechanism Type: Basic type (up/down, Tilted)
Gas Lift Class: 4
Chair/seat Back Style: High-back
Adjustable Back Angle: 90°~135°
Seat Size: 14.17"W(Front) x 14.17"W (Back) x 18.89"D
36cm(Front) x 36cm(Back) x 48cm D
Weight Capacity: <308.6 lb / 140 kg

GT Comfort

GC-GTC-BRLFDL-01

 Ergonomic & durable design
 22mm diameter enhanced steel framework
Dense foam padding
 premium faux pvc leather
 4 directional  adjustable armrest
Adjustable back
 Z support multi function tilt mechanism with locking system
 Powerful class-4 gas piston
 Sturdy 5 star aluminum base
 Large 3” caster wheels
 Selecting the right chair size

X Comfort
GC-XCS-BBLFDL-01

 Ergonomic & durable design
 22mm diameter enhanced steel framework
Dense foam padding
 Exclusive carbon style design for ultimate luxury
 4D adjustable armrest
Adjustable back
Z support multi function tilt mechanism with locking system
 Powerful class-4 gas piston
 Sturdy 5 star aluminum base
 Large 3” caster wheels
 Selecting the right chair size

CyberChair E500 White Edition
GGC-EG5-BWLFDM-01

Chair Type: Ergonomic Chair
Frame Color: White & Sliver
Frame Construction: Aluminum
Chair Cover Color: White
Adjustable Armrests: 4d Adjustable Armrests
Armrest Pad Size: 10.6"l X 3.9"w / 27cm X 10cm
Mechanism Type: Wire-control Mechanism
Gas Lift Class: 4
Chair/seat Back Style: High-back
Adjustable Back Angle: 90°~117°
Base Type: 5-star Aluminum Base
Caster Size & Material: 75 Mm/pu
Weight Capacity: 331lb / 150kg

CyberChair E500
GGC-EG5-BBLFDM-01

Chair Type: Ergonomic Chair
Frame Color: Black & Silver
Frame Construction: Aluminum
Chair Cover Color: Black
Adjustable Armrests: 4d Adjustable Armrests
Armrest Pad Size: 10.6"L x 3.9"W / 27cm x 10cm
Mechanism Type: Wire-control Mechanism
Gas Lift Class: 4
Chair/seat Back Style: High-back
Adjustable Back Angle: 90°~117°
Base Type: 5-star Aluminum Base
Caster Size & Material: 75 Mm/pu
Weight Capacity: 331lb / 150kg

X Comfort Real Leather Burgundy Red GC (Regional Only)
GGC-XCR-BRLFDL-TW

Chair Type: Gaming Chair
Frame Color: Black
Frame Construction: Metal
Chair Cover Color: Burgundy red
Adjustable Armrests: 4d Adjustable Armrests
Armrest Pad Size: 10.6"L x 3.9"W / 27cm x 10cm
Mechanism Type: Z support Multi-functional
Gas Lift Class: 4
Chair/seat Back Style: High-back
Adjustable Back Angle: 90°~160°
Seat Size: 19.6"W(Front) x 17.7"W (Back) x 20.2"D
50cm(Front) x 45cm(Back) x 51.5cm D
Weight Capacity: <331 lb / 150 kg

X Comfort Real Leather (Regional Only)
GGC-XCR-BBLFDL-TW

Chair Type: Gaming Chair
Frame Color: Black
Frame Construction: Metal
Chair Cover Color: Black
Adjustable Armrests: 4d Adjustable Armrests
Armrest Pad Size: 10.6"L x 3.9"W / 27cm x 10cm
Mechanism Type: Z support Multi-functional
Gas Lift Class: 4
Chair/seat Back Style: High-back
Adjustable Back Angle: 90°~160°
Seat Size: 19.6"W(Front) x 17.7"W (Back) x 20.2"D
50cm(Front) x 45cm(Back) x 51.5cm D
Weight Capacity: <331 lb / 150 kg



GAMING CHAIR

X Fit Real Leather
GGC-XFR-BBMFDL-TW

Chair Type: Gaming Chair
Frame Color: Black
Frame Construction: Metal
Chair Cover Color: Black
Adjustable Armrests: 4d Adjustable Armrests
Armrest Pad Size: 10.6"L x 3.9"W / 27cm x 10cm
Mechanism Type: Z support Multi-functional
Gas Lift Class: 4
Chair/seat Back Style: High-back
Adjustable Back Angle: 90°~160°
Seat Size: 14.1"W(Front) x 12.2"W (Back) x 18.1"D
36cmW(Front) x 31cmW (Back) x 46cm D
Weight Capacity: <265 lb / 120 kg

X Fit Real Leather Burgundy Red
GGC-XFR-BRMFDL-TW

Chair Type: Gaming Chair
Frame Color: Black
Frame Construction: Metal
Chair Cover Color: Black
Adjustable Armrests: 4d Adjustable Armrests
Armrest Pad Size: 10.6"L x 3.9"W / 27cm x 10cm
Mechanism Type: Z support Multi-functional
Gas Lift Class: 4
Chair/seat Back Style: High-back
Adjustable Back Angle: 90°~160°
Seat Size: 14.1"W(Front) x 12.2"W (Back) x 18.1"D
36cmW(Front) x 31cmW (Back) x 46cm D
Weight Capacity: <265 lb / 120 kg

ARGENT E700 Real Leather Gaming Chair (Storm Black)
GGC-ARG-BBLFDL-01

Chair Type: Ergonomic Real Leather
Frame Color: Storm Black
Frame Construction: Aluminum and Metal
Chair Cover Color: Black
Adjustable Armrests: 4d Adjustable Armrests
Armrest Pad Size: L 9.4" x W 4.3" (24cm x 11cm)
Mechanism Type: Wire-control mechanism
Gas Lift Class: 4
Chair/seat Back Style: High-back
Adjustable Back Angle: 107° / 113° / 119° / 126°
Recommended Height: 5’6” – 6’2” (170cm – 190cm)
Recommended Weight: < 331Ibs (150kg)

ARGENT E700 Real Leather Gaming Chair (Glacier White)
GGC-ARG-BWLFDL-01

Chair Type: Ergonomic Real Leather
Frame Color: Glacier White
Frame Construction: Aluminum and Metal
Chair Cover Color: Black
Adjustable Armrests: 4d Adjustable Armrests
Armrest Pad Size: L 9.4" x W 4.3" (24cm x 11cm)
Mechanism Type: Wire-control mechanism
Gas Lift Class: 4
Chair/seat Back Style: High-back
Adjustable Back Angle: 107° / 113° / 119° / 126°
Recommended Height: 5’6” – 6’2” (170cm – 190cm)
Recommended Weight: < 331Ibs (150kg)

ARGENT E700 Real Leather Gaming Chair (Space Gray)
GGC-ARG-BSLFDL-01

Chair Type: Ergonomic Real Leather
Frame Color: Space Gray
Frame Construction: Aluminum and Metal
Chair Cover Color: Black
Adjustable Armrests: 4d Adjustable Armrests
Armrest Pad Size: L 9.4" x W 4.3" (24cm x 11cm)
Mechanism Type: Wire-control mechanism
Gas Lift Class: 4
Chair/seat Back Style: High-back
Adjustable Back Angle: 107° / 113° / 119° / 126°
Recommended Height: 5’6” – 6’2” (170cm – 190cm)
Recommended Weight: < 331Ibs (150kg)

ARGENT E700 Real Leather Gaming Chair (Ocean Blue)
GGC-ARG-BLLFDL-01

Chair Type: Ergonomic Real Leather
Frame Color: Ocean Blue
Frame Construction: Aluminum and Metal
Chair Cover Color: Black
Adjustable Armrests: 4d Adjustable Armrests
Armrest Pad Size: L 9.4" x W 4.3" (24cm x 11cm)
Mechanism Type: Wire-control mechanism
Gas Lift Class: 4
Chair/seat Back Style: High-back
Adjustable Back Angle: 107° / 113° / 119° / 126°
Recommended Height: 5’6” – 6’2” (170cm – 190cm)
Recommended Weight: < 331Ibs (150kg)

ARGENT E700 Real Leather Gaming Chair (Flaming Orange)
GGC-ARG-BRLFDL-01

Chair Type: Ergonomic Real Leather
Frame Color: Flaming Orange
Frame Construction: Aluminum and Metal
Chair Cover Color: Black
Adjustable Armrests: 4d Adjustable Armrests
Armrest Pad Size: L 9.4" x W 4.3" (24cm x 11cm)
Mechanism Type: Wire-control mechanism
Gas Lift Class: 4
Chair/seat Back Style: High-back
Adjustable Back Angle: 107° / 113° / 119° / 126°
Recommended Height: 5’6” – 6’2” (170cm – 190cm)
Recommended Weight: < 331Ibs (150kg)

ARGENT E700 Real Leather Gaming Chair (Racing Green)
GGC-ARG-BGLFDL-01

Chair Type: Ergonomic Real Leather
Frame Color: Racing Green
Frame Construction: Aluminum and Metal
Chair Cover Color: Black
Adjustable Armrests: 4d Adjustable Armrests
Armrest Pad Size: L 9.4" x W 4.3" (24cm x 11cm)
Mechanism Type: Wire-control mechanism
Gas Lift Class: 4
Chair/seat Back Style: High-back
Adjustable Back Angle: 107° / 113° / 119° / 126°
Recommended Height: 5’6” – 6’2” (170cm – 190cm)
Recommended Weight: < 331Ibs (150kg)



GAMING TABLE

GAMING TABLE

Level 20 BattleStation RGB Gaming Desk

GGD-LBS-BKEIRX-01

Motor Voltage : Input 110-240V, 50/60Hz,
                          1.5A Output 29V, 2.5A
Motor Speed : 49 RPM (+/- 5%)
Frame Size: 165cm(L) x 75cm(W) 64.9"(L) x 29.5"(W)
Max Load: 150 kg / 330 lb
Material: Steel-constructed frame for max stability
LED color: 16.8 million colors
Software: iTAKE Engine

Level 20 GT BattleStation Gaming Desk

GD-LBS-BRHANX-01

Height Range: 73.5cm ~103.5cm, 28.9" ~ 40.7"
Cable Management: Yes
Frame Size: 150cm(L) x 70cm(W), 59"(L) x 27.5"(W)
Max Load: 100Kg / 220 lb
Material : Steel-constructed frame for max stability
Table Feet Material: Iron
Warranty: Two-year warranty

ToughDesk 500L RGB BATTLESTATION GAMING DESK

GGD-EDL-BKEINX-01

Motor Voltage : Input 110-240V, 50/60Hz, 4A
                           Output Max.32V, Max.10A
Motor Speed : 156 RPM (+/- 5%)
Frame Size:  Main desk - 160cm (L)x 80cm (W), 62.99" (L)x 31.49" (W)
                      Side desk - 80cm (L)x 60cm (W), 31.49" (L)x 23.62" (W)
Max Load: 150 kg / 330 lb
Material: Steel-constructed frame for max stability
Table Feet Material: Iron
Warranty: Two-year warranty (desktop, motor, frame, and controller)
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